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Section 1. INTRCDUCTION

This report describes the five different types of public service
photovoltaic power/load systems installed in the Gabonese Republic.

The objectives of this contract were to design, fabricate, deploy
and evaluate the performance of public service photovoltaic (PV)
power/load systems (hereinafter referred to as systems) in four (4)
villages in the Gabonese Republic (GR). The systems were to be
suitable for replication in Gabon and other developing countries.

The systems supplied under this contract are part of a project de-
sianed to demonstrate the suitability (i.e., cost-effectiveness and
reliability) of photovoltaics for rural public service applications
in develepina countries. The results of these demonstrations will

be used by the GR as well as other developing country decision makers
to assess the technoloay and to assist them in deciding how, when
and where photovoltaics should be used to meet electrical energy
needs in their rural sectors. As such, the systems design goals are

cost effectiveness, reliability, modularity, ease of operation and
repair, and low maintenance.

The systems are capable of providing reliable cost-effective NDC
power and operate in a stand-alone mode (i.e., no back-up power
systems). Provisions were included for measuring and recording all
data required to evaluate system performance in the field., A1l load
devices powered by the PV system were provided by the contractor.

Wherever possible, 1ocal labor was employed during installation
and checkout.

A total of 17 systems were installed in Gabon as part of this project.
The systems are located in four (4) villaces. Each of the villages
has a dispensary system, school system, water system and village light
system. In addition, the village of Bolossoville has a community
building system.

This report describes the village settinas, the systems, nerformance
results and some of the problems encountered and overcome in the
execution of this project. Most of the systems performed well, but
some of the systems had problems due to failure of components or
installation errors. The project was reasonably successful in collect-
ing and reporting data for system performance evaluation to quide 6R
officials and system designers sinvolved in village power applications
in developing countries.

Section 2. VILLAGE DESCRIPTIONS

The villages a}eﬂ1ocated in four (4) different regions of Gabon and
were chosen to represent the major climatic and political regions .of
the country. Gabon is best described as a tropical rain forest
althouah there is a dry season from May until late September.




Donguila is located in the Northwest reagion approximately 47 km from
Libreville, the capital city. The village is on a ridge overlookina
the Estuary cof Gabon. Cf the four sites, NDonauila has the ogreatest
need for a reliable water supply, due to very poor natural water
supply and the presence of a boardina school there. Travel time is
1-3/4 hour from Libreville. TV reception from Libreville is good
when usina an outside antenna elevated € meters. Drawing number
79CSB28&C01B, Dornquila Village Plan (Appendix A), shows the location
of all of the systems in this village.

Myali is located at the edge of a broad valley in the southwest part
of the country. The village is uniaue in that it is the site of a
long-term rice arowina experiment sponsored by the Chinese. Water
is abundant, the water well beina the shallowest but most productive
of the four (4) project villaae wells. The village lies in gently
rolling terrain along the edge of a wide valley. The water tanrk was
Tocated on a hill above the villaage.

Myali is a crne-hour trip over a cood dirt road from Tchibanga. TV
reception for Nyali will be unavailable for many years. There is
presently a desire to extend water availability to the next village
just east of the Nyali school. Drawinag number 79CSP28034B, Nyali
Village Plan (Appendix A), shows the location of all systems at
this site.

Onguia-Bougandii is located in the less tropical southeast part of

the country. This is the most primitive of the villages and has been
the site of U.S. Peace Corps activity. The water well is in a deep
ravine outside of the villaae and required extensive work to properly
place water pipes. This village is two hours from Franceville by oaood
road. Drawina 79CSR28016PR, Onquia-Boucandji Villaage Plan (Appendix
A), shows the location of the systems in this villaage.

The largest villtace is Rolossoville, located in the northeast not far
from Cameroon. This village is spread out along a road for about 1-
1/2 krm. The region is hilly and the village is alonc a crest of a
hill. The water well is the deepest and yields less than two (2)
cubic meters per hour from an 85-meter depth.

Bolossoville is one hour's travel from Oyem. A TV station is planned
for Oyem, and an antenna mounted on a 12-meter pipe should provide
suitable reception. Drawing number 79CSB?8051R, Rolossoville Village
Plan (Appendix A), shows the location of all of the systems at this
site.
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Section 3. SYSTEMS AMD INSTALLATIONS DESCRIPTIONMS

3.1 Systems Descriptions

From the beginning, every effort was made to desian all aspects

of the systems for reliable, cost-effective operation. Before de-
velopina the request for proposal (PFP), MASA personnel visited
the villages and gathered a substantial amount of site data. In
the same month that the RFP was released, Solavolt was visiting
Gabon for other business and cathered additicnal information that
was used in the systems design., Much of this information was
furnished by Ceca Gadis, Solavolt's representative, 1located in
Libreville, Gabon. For this project, Solavolt subcontracted with
Ceca Gadis for the installation and operational support tasks.
Ceca Gadis also participated in the desiagn process and contributed a
large amount of backaround data on how to best design, install and
maintain these systems.

The first task in this project was to visit all villages to gather
the additional detailed site data reauired to complete the system
desians. In addition to the village visits, much time was spent in
meetings with the Ministry of Eneray and Resources Hydraulic (MERH),
Society of Water and Eneroy in Gabon (SEEG, the national electric and
water utility), and various potential equipment suppliers.

3.1.1 Dispensary Systems

Each of the dispensaries was provided with the following load equip-
ment:

40 watt Fluorescent Liaghts

Ceiling Fan

Porch Liaght (lTow-pressure sodium vapor)
Refricerator/Freezer (R/F) for vaccine storace.

— e S
|

The dispensary system control sub-system provides for load shedding

of the lights and fan if necessary to conserve eneray for the refriger-
ator. Instrumentation to monitor operation of the refricerator

and porch 1light was prcvided and is described later in this report.

3.1.2 School and Community Center Systems

Each of the schools was provided with nine (9) 40-watt fluorescent
lights. The schools in Donguila, Nyali and Onguia-Bougandii were
provided with a color television and a video cassette recorder/play-
back unit (VCR). In Bolossoville, the TV and VCR are located in the
community center building, not in the school. The TV and VCR in the
schools are to be made available for community use in the evenings.
Although TV antennas were provided in each village, broadcast TV
reception is possible only in Donguila and Onquia-Bougandji at this
time. .




3.1.3 Water Syvstems

Each of the villaces was provicded with a water system consisting of

a newly-drilled well, a water pump, a water tank and a water distribu-
tion system. The volumes of water required were based on an MERH
estimated need of 15 liters/person/day and village population, and
were estimated at:

- Denouila 5625 liters/day
- Myali 6600 liters/day
- Onguia-Boucandji 12750 liters/day
- Belossoville 21000 liters/day

The smaller villages (Donrguila and Nyali) were each to have two (2)
water fountains, while the larger villaages (Cnguia-Bougandji and
Blossoville) were each to have three (3) water fountains. Fach
water fountain consists of an upright pedestal with two (2) sprina
return faucets.,

As is typical with PV pumping systems, batteries were not used for
storage. Instead, the array was coupled directly to the pump, and
water was stored in larae tanks. These tanks were sized to produce
five days' supply of water to the villagers without additional pumping
(i.e., five davs' autonomy).

3.1.4 Village Light

Fack of the villages was provided with ore low-pressure sodium vapor
street light. The street light was to automatically turn on at dusk,
operate for six (6) hours, and then automatically turn off. This is
the smallest system, and features modules mounted on top of the pole
used to hold the light.

3.2 Donguila Installations

— - e G - ————— - e Do R B . S

"3.2.1 UHater System

In order to provide adequate pressure to the water fountain located
at the wellhead near the dispensary, a 20,000 liter (2 cubic meters)
elevated vertical water tank was used. Two fountains were described
in the design, one located 3 meters north of the water tank, the
other about 562 meters scuthwest of the water tank near the church,

During installation, a third fountain was added near the girl's
dormitory. A survey by SEEG/MERH indicates that the fountain near

the church is 12.1 meters below the wellhead. The pump PV array
was located on a concrete pad immediately adjacent to the dispensary
array and also immediately adjacent to the well.

The original array of 24 modules was not sufficient to provide for the
villaae's water needs. In late January 1986, an additional sixteen
(16) modules were added to the system, bringina the total number of
modules to forty (40).

High-density polyethylene (HDPE) pipe was used in this villace. The
well casing is 7 inches in diameter.




CRIGINAL PAGE IS
OF PCOR QUALITY

3.2.2 Dispensary

The underground cable between the array and dispensary is 16.2 meters
long and enters the dispensary on its west end. Buildina construction
is concrete hlock. Switches were surface-mounted, using plastic
inserts in 6 mm holes. Wire molds were used for all drops to switches.
Lights were hung on short chains from eyehooks in the roof rafters.

The fan was mounted to roof rafters. A1l horizontal wiring was placed

in snap-open conduit mounted along the tops of walls. The refrigera-
tor/freezer was placed in the consultation room,

3.2.3 School

The Donguila school is an old concrete block building containing four
classrooms on the first floor and a boy's dormitory on the second
floor. The building has wood slatted windows for ventilation and
light. The TV and VCR are located in a lTockable wood cabinet located
in the center (largest) classroom. The 40-watt fluorescent lights

were mounted using eyehooks and chains from holes in the ceiling.
Wire mold was used for all interior wiring.

3.2.4 Village Light

The village light is located 30 meters east of the church

in a large
area also used as a playground for the school.

3.3 gglossoville Installations

3.3.1 Water System

The well is located near the center of the village.
30,000 liter water tank is located 190 meters northeast and about
3.6 meters higher than the wellhead and is equipped with a float
switch. Three fountains are located along the main road requiring
about 800 meters of pipe. One hundred meters of pipe was required
to connect the tank to the road. The water line passes under the
main road through the village. The fountains range from 6.1 to 13.7
meters below the level of the tank. The fountain near the school is

8.6 meters from the road. Per the agreement with the MERH, galvanized
pipe was used.

The horizontal

3.3.2 Dispensary

The dispensary is constructed of concrete blocks and has an enclosed
attic with access. Lights and the fan were mounted directly to the
plywood ceiling. Switches and wire mold were mounted using plastic
inserts. Wiring was run in the attic. Due to door size restrictions
(68 cm), the R/F was installed in the examining room. The fan was
also installed in the examining room. No light was placed in the
left rear room. Wiring entry is at the southeast corner (examining

room) of the building, with the array located 9.6 meters south and
west of the building.



3.3.3 School

The school is constructed of concrete blocks with an open attic.
Lights were hung from the beams with short chains and eyehooks.,
Switches were surface-mounted to the walls using plastic inserts in

drilled holes.

Wire mold was used for drops to the lights.

The

array is located behind the school about 9.2 meters west of the

northwest corner of the school.

3.3.4 Village Light

There is no TV/ VCR in this school.

The village 1light is located next to the fountain near the center of
the village and along the main road going through the village.

3.3.5 Community Center

This building is constructed of an
diameter vertical poles woven with
A cement stucco is applied on both
building disconnect switch and the
plywood plates approximately 30 cm

inner frame of approximately 5 cm
vines and then filled with mud.
sides as a finish coat. The

wall switches were placed on
saquare and mounted with through-

bolts. The ceiling is bamboo and requires wire mold for wiring, as
attic access was impractical. The TV and VCR were installed in an
enclosed floor-mounted security cabinet. The array is located about
9.5 meters east of the community buildina.

3.4

Onguia-Bougandji Installations

3.4.1 MWater System

The well is located just above the floor of a valley southeast of the
village. A road going past the well is in the process of being im-
proved and will become the main road to Akieni. The array is located
about 30 meters up the hill from the well for better sun exposure.

The tank was placed next to another road at the high point of the
village. The tank is 33.86 meters above and 600 meters from the
well. Galvanized pipe and a horizontal tank of 20,000 1itres were
used. The minimum drop from the tank to any fountain is 7.35 meters.
Three fountains were required, but four were installed, one of them
at the request of the village chief instal 0
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3.4.2 Dispensary

The dispensary is a pole/vine/mud building similar to the Bolosso-
ville community building and required mounting plates for switches.
The villagers enlarged the door on the northwest corner so that the
R/F could be installed there. The array is about 3 meters east of the
building and is connected to the building by a 3 meter aerial cable.

Since the build ing floor is dirt, a Im x 2m concrete pad was provided
for the R/F.




3.4.3 School

The school was constructed by the U.S. Peace Corps of concrete block
and has an enclosed attic. Switches were surface-mounted with plastic
inserts in 6 mm holes. Wire mold was used on walls and ceilings.

The lights were mounted directly on the plywood ceiling. The array

is lTocated at the edge of a field, 29 meters northwest of the school.

3.4.4 Village Light

The village light is located on the southeast corner of the intersec-
tion of the two roadways passing through the village.

3.5 Nyali Installations

3.5.1 Water System

The well is located next to the main road across from the rice pad-
dies. The array was placed next to the well. The water tank was
lTocated about 180 meters up the hill to provide adequate water pres-
sure for the most distant fountains. The three water fountains were
installed; one at the well, another 500 meters ourth of the well, and
a third 612 meters south of the well.

3.5.2 Dispensary

This building is also constructed with mud walls but is carefully
finished with stucco. Switches and disconnect required plywood
mounting plates and through wall bolts. The fan was mounted directly
to a roof beam. The lights were installed on chains hung from roof
beams. The array is behind the building connected to the building

by a 12 meter aerial cable for connection. The refrigerator/freezer
was placed in the southeast corner of the building.

3.5.3 School

The system for the Nyali schoo) was not installed since the existing

school was judged by MERH to be inadequate from a structural stand-
point.

3.5.4 Village Light

The village light is located in front of the village chief's house.



Section 4. SUBSYSTEM AND COMPONENT DESIGN REQUIREMENTS AND
DESCRIPTIONS

4.1 Power Subsystems

The power subsystem consists of those components that provide the elec-
trical power and includes array, instruments/controls, and batteries.

4,1.1 Array Subsystems

For systems other than the village 1ight, a building block approach
for the array was adopted. This consists of an array structure, bat-
tery enclosure, fence and instrumentation/control assembly designed
as an integrated structure (see drawing 01DSB28095B in Appendix A).

a) Modules

The basic photovoltaic system building block is the Solavolt
MSP43E40 Photovoltaic Module. This module produces 40 watts at
nominal operating conditions and is designed to charge a 12 volt
storage battery. These modules are JPL Block IV qualified and
had been in production at Solavolt for over four (4) years. The
module is described in more detail in Appendix B.

For the pumping systems, a special hiagh-voltage system module
(MSP43E40B) containing integral bypass diodes across every 11
solar cells was used. The diodes eliminate any chance of hot
spot damage that could result from operating a high voltage
branch circuit under short circuit conditions.

b) Structure

The modules are mounted on an aluminum array structure that
elevates the modules to 7-8 feet above ground and which tilts
the modules to the north. The square columns that support the
array structure also serve as fence posts for the chain 1ink
fence that surrounds the array. The fence has a gate to permit
access under the array. The array structure was mounted on a
concrete foundation by use of anchor bolts that were installed
after the concrete had set. This was done to provide for higher
precision in the placement of the mounting bolts.

4,1.2 Battery Subsystem

The batteries for dispensaries, schools and the community center are
contained in molded, vented and locked battery enclosures (see drawing
16CSB28109B, Appendix A). The battery enclosures are located on the
concrete pads under the arrays. Circuit breakers rated at 35-50 amps
are located on the instrument enclosures for any normal or emergency
protection, placing any sparking away from the batteries.



The batteries are composed of ESB Wisco model DH-5-1 2 volt battery
cells. This is an older design cell that has proved to be very
reliable in PV systems. The arids in this design are of pure virgin

lead and enable the battery to have a very low self-discharge rate
(1% per month).

The use of electrolyte fill caps enables the cell to be serviced
annually. Appendix B contains data on this cell that includes:

) Ampere-hour capacity vs. temperature

) Ampere-hour capacity vs. discharge rate

) Freezing point vs. specific gravity (can calculate vs DOD)
) Seif-discharge rate at 80 deg. F

) Open circuit voltage vs. depth of discharge

) Specific gravity vs. depth of discharge.

DA TR

Cell capacity is rated at 600 ampere-hours at the intended discharge
rate. For 12-volt systems, 6 cells are used in series. Dispensary
systems use 24 cells (our series strings); schools with TV/VCR use
18 cells (three series strings); the Bolossoville school (with
TV/VCR) uses 12 cells; and the Bolossoville community building uses
18 cells.

Seven (7) years of prior experience in the field with PV systems have
shown no battery failures due to aging of the batteries. Batteries
removed from extended service have exhibited 1ittle grid corrosion

in a laboratory analysis by the manufacturer. Since no upper service
temperatures are defined for this family of batteries, the expected
temperatures in Gabon are well within the normal service range for

this battery. For the intended use of these batteries in systems

with low voltage protection and moderate ambient temperatures, a

service 1ife of at least 10 years is anticipated. A supply of distilled
water for replenishment of the electrolyte for two (2) years was
provided at installation and then replenished the close of the contract.
water is in containers marked in French and English and stored in

the battery enclosures.

Each array enclosure is provided with an emergency eyewash apparatus
mounted on the inside of the fence next to the battery enclosure.

Each battery system using DH-5-1 batteries was provided with an

apron and gloves for use by maintenance personnel when maintaining the

4.1.3 Instrument/Control Subsystem

The instrument/control subsystems contain all of the instruments and
controls required for operation of the power subsystems.

The instruments and controls for each system are mounted in an aluminum
enclosure. The enclosure is located on the array support structure

and is accessible from both inside and outside the fenced area.

The enclosure has doors on both the front and rear for easy access

to all wiring. One of the front doors has a window for viewing all




instruments from which routine data must be recorded (see drawings
010SB28084B and 79ESB28086B, Appendix A for an example). A system
emergency shutoff switch is located on the side of the enclosure where
it is accessible from both inside and outside the fenced area.

The basic interconnection of the controls and instrumentation is
shown in Figure 4-1 for all systems that include batteries. The
required controls and instrumentation varies with the type of system:

COMMUNITY VILLAGE
INSTRUMENT DISPENSARY SCHOOL CENTER WATER LIGHT
Array Branch 4 3 3 3-7 1
Meters
Voltage Regulator 4 3 3 1
PV System 1 1 1 1 1
Instrumentation
High Voltage 1 1 1 1
Disconnect
Low Voltage 1 1 1 1
Disconnect
Low Voltage 1
Load Shedding
Circuit Breakers 1 1 1 1
Alarm 1 1 1 1
Insolometer 1
Fan Runtime 1
Meter
R/F Instrument 1
R/F Runtime 1
Meter
Water Meter 1
Pump Runtime 1
Meter

- 10 -
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FIGURE 4-1.  INSTRUMENTATION DIAGRAM
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The instrumentation in the enclosures consists of:

a. Array branch meters to measure open circuit voltage, short circuit
current and normal operation voltage and current for each branch
circuit in the array. The array branch meters are custom versions
of the Specialty Concepts Inc. "meter box" (Appendix B) that include
a special Solavolt-developed three-position toggle switch. This
switch is spring-loaded to its center position for normal operation
of the array branch circuit of 2 to 5 modules. The left position
disconnects the branch circuit from the voltage requlators and
then shorts the branch circuit so that the short circuit current
can be measured. The right position disconnects but does not short
the branch circuit so that open circuit voltage can be measured.
The voltmeters for the 12-volt systems have a 10 to 25 volt range
while the meters for the pump systems have a 0 to 100 volt range.
The dispensary, school and the community building systems' ammeters
have a 0 to 15 amp range, the pump system array meter has a 0 to
10 amp range, and the village light array meter has a 0 to 5 amp
range.

b. The voltage requlators are designed and manufactured by Specialty
Concepts Inc. and sold by Solavolt as model MSR12S10 (Appendix B).
This regulator incorporates the following special features:

No external temperature probe

Circuit board coated with acrylic coating for tropical use
15-amp fuse in the array positive input lead

Light Emitting Diode (LED) to indicate charging

Labeling in French

c. PV System Instrumentation - This is a dual channel Curtis Instru-
ments Inc. monitor and integrator that measures and displays the
following on separate meters or counters:

- Array ampere-hours

- Array current

- Load ampere-hours

- Load current

- Battery current (0-75 Amps)

- Voltage (10-20 volts, or 0-100 volts)

d. High and Low Voltage Disconnects - These are modified Specialty
Concepts Inc. "Battery Savers" (Appendix B) that ensure system
safety by disconnecting the array if the battery voltage exceeds
16.5 volts and disconnecting the loads if battery voltage falls
below 11.0 volts. These are designed to disconnect currents up
to 30 amps and are equipped with a second single pole double
throw (SPDT) set of contacts on the relay to activate the alarm
system. The dispensary systems also have an additional 1ow
voltage cut-off that is used in a load-shedding mode to preserve
R/F operation under conditions of abnormally-low battery state-
of-charge. It disconnects both the lights and fan if the battery
voltage falls below 11.7 volts.
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e. Circuit Breakers - The Heinemann series AM circuit breaker was
selected for its moisture and fungus resistance and the availabil-
ilty of auxiliary SPDT contacts required by the alarm system.
Circuit breakers are used to protect the array, battery and loads.

f. Alarm - This is a custom circuit that monitors the status of the
circuit breakers and high/low voltage disconnects. The outputs
are three (3) LED's that indicate system voltage as being "LOW",
"NORMAL", or "HIGH" and an audible alarm that is activated by a

circuit breaker that is tripped or by either a high- or low-voltage

disconnect. The alarm sounds until the condition is manually
reset.

g. Insolometer - Insolation is measured and recorded by a Li-Cor
L1-200 SD silicon cell pryanometer and a single channel Curtis
Instruments monitor/integrator. The output of the pyranometer
is set for 10 millivolts at an irradiance of 100 milliwatts per
square centimeter (full sun). Instantaneous irradiance is dis-
played on an analog meter and the integral of the irradiance
(insolation) is displayed on a mechanical counter. The insolo-
meter for each village is attached to the school system array
and the instrumentation is located in the school system instru-
mentation enclosure.

h. Refrigerator/Freezer (R/F) Instrumentation - A single channel
Curtis Instruments Inc. monitor/integrator measures and displays
actual operating voltage and current of the R/F and integrated
current. A separate quartz movement clock timer is used to
measure compressor runtime. The runtime meter is connected to
the fan output of the electronic module that operates the com-
pressor. The fan is designed to operate only when the compressor
is operating.

i. Water Meter - The amount of water pumped is measured by an
electro-mechanical counter that indicates the flow in cubic
meters. The water meter requires no external power to operate
the counter and may be read at the wellhead. It also has an
electro-mechanical meter located in the pump system instrumenta-
tion enclosure.

4.1.4 Power Distribution

Power distribution from the array to the buildings (school, dispen-
sary, etc.) is through type USE direct-burial rated cable. The cable
was routed through short lengths of PVC conduit from the instrument
enclosure, over the concrete pad and into the ground, and from ground
up to the building-mounted disconnect switch. The dispensary systems
in Onquia-Bougandji and Nyali used aerial cables due to the short
distance at Onguia-Bougandji and a concrete foundation extension at
Nyali. The dispensary systems use a four (4) conductor power cable
plus a four (4) conductor instrumentation cable while the other sys-
tems require only two (2) conductor cables. The dispensary systems
are different due to the need to separately power the R/F and to mon-
itor the R/F current, voltage, ampere-hours, and compressor run-time,
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The power cables from arrays to the buildings terminate at disconnect
switches on the outside of the buildings.

Wiring within the buildings uses type THHN wire of #2 or #4 gauge
installed at the top of the walls for the major power distribution.
Connections to switches and loads are in 10/2 tray cable. Drops to
switches and cables to ceiling mounted lights are enclosed in wire-
mold. Details of each installation are given on the site plans.

4.2 System Design
Solavolt's contract with NASA required that the systems be designed

to meet the following load availability requirements:

LOAD AVAILABILITY REQUIREMENTS

‘ MONTHLY

SYSTEM LOAD AVAILABILITY
a) Dispensary Systems: Refrigerator/Freezer 99% or greater

Lights 95% or greater

Ventilation Fan 9C0% or greater
b) Education or Community Lights 95% or greater

Audio-Visual Equip. 95% or greater
c) Potable Water Pump & Storage 95% or greater

of the design
water require-
ments

d) OQutdoor Light Light 90% or greater

4.2.1 12 Volt D.C. Systems

The Solavolt Solar Sizing Program was used to calculate the optimum
system configuration for the 12-volt DC systems used for the dispen-
sary, school, community center, and village light systems. The
Solavolt Sizing program containing weather data for over 1300 world-
wide locations stored in the form of monthly average global insolation
for 13 tilt angles for each location. For this project, a special
file was created containing insolation values extracted from infor-
mation supplied by NASA (see Reference 1).

For each tilt angle there is an optimum system configuration which
has the lowest cost trade-off combination of PV array size and
battery capacity. The program calculates the cost of modules plus
batteries, for each case, and finds the five configurations with the
lTowest cost.
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The required inputs to the sizing program are:
a. The system nominal voltage
b. The daily average load in amp-hours per day
c. Insolation and other weather data for the site
d. Minimum and maximum ambient temperatures expected

e. Additional battery capacity required based on the number of
days of consecutive bad weather (effectively sunless days)
estimated for each site.

During the optimization cycle, the program steps through 13 tilt
angles, for site latitude +/- 30°, in steps of five degrees. This
ensures that the angle selected will be within three dearees of

the optimum tilt angle. For each of these tilt angles, the output
(amp-hrs) to be expected from one module, or single series string of
modules, is calculated for each month. Given this data, the minimum
number of modules (rounded up to the next whole number) required to
meet the annual load reguirements is calculated. With this particular
configuration, some months will yield more output from the array

than the load requires. Other months may result in a array output
deficit. The program calculates the worst annual accumulated deficit,
and from this deficit, is able to calculate the battery capacity
required to offset this deficit. The combined cost of this minimum
array with maximum battery capacity is then calculated and remembered.

The program next calculates the battery capacity required as the
array size is progressively increased, one module (or series string)
at a time. The new combined cost is compared in each case with the
previous combined costs. This process is repeated for each tilt
angle and the five lowest cost systems are recorded. The most suit-
able of these configurations (from a cost-effectivity and reliability
viewpoint) is selected by the operator.

The program then prints out the details of the selected configuration,
and also calculates and prints out the expected annual performance

of the system for each month of the year. This performance table
includes:

a. The horizontal global insolation data on which the calcula-
tions were based

b. The calculated global insolation on the array
c. The calculated array output in amp-hours per day
d. The load in amp-hours per day

e. The array/load safety factor percentage, i.e., the ratio of
calculated array output to expected load




f. If 'seasonal' battery capacity is required, an additional
column is added showing the system/load safety factor percent-
age. The system output is defined as the array output for the
month plus the available battery capacity at the beginning of
the month.

The program also calculates the battery capacity required for 'sunless
days.' This battery capacity is independent of the 'seasonal' battery
capacity and is not included in item (f) above. It is based only on

the daily load requirements and the number of 'sunless days' specified.

Seasonal and sunless days battery requirements are added together
before calculating the optimum battery configuration which will meet
the combined requirements. 1In addition, the effect of ambient temper-
ature on the available capacity of the batteries is taken into account.

The program then prints a second page which gives a breakdown of the
individual components that make up the system and their respective
costs. This breakdown includes:

a. Module type

b. Array configuration (number of moduels, required tilt)

c. Number and type of regulators required

d. Support structure and wiring harness

e. Batteries required (rounded up to the next whole number)

f. Total system cost.
The size of each of the 12-volt systems (i.e., all systems except the
pumping systems) was determined using the expected system load as
experienced in ampere-hours per day. The ampere-hour per day values
were then used with the Solavolt system sizing program to determine
the array design. A summary of the system load devices is shown

below. The resulting computer sizing for each system are contained
in Appendix C.




Summary of System Loads

amp-hr/
hr/day day

System Load Device No. Amps Each
Dispensary R/F 1 1.66
Fluorescent Light 40W 4 3.0
Fan 1 1.0
Porch Light (LPS) 1 2.3
Instruments 1 0.5
School Fluorescent Light 40W 9 3.0
(ex. TV 1 4.0
Bolossoville) VCR 1 1.0
Instruments 1 0.5
Qutdoor 18W LPS 1 2.3
Light Instruments 1 .15
Bolossoville Fluorescent Light 40W 4 3.0
Community TV 1 4.0
Center VCR 1 1.0
Instruments 1 .33
Bolossoville Fluorescent Light 40W 9 3.0
School Instruments 1 0.33

24 40.0

24 12.0
T13.7

54.0
16.0

R
N
o

AN AP
N
o

2 54.0
24 8.0
62.0

The lowest cost system sizes established by the computer sizing

program are summarized below:

Summary of System Sizes

System Peak Watts Required Mggglgg
Dispensary 640 16
School 560 14
(ex. Bolossoville)

Qutdoor Light 80 2
Bolossoville 560 14
Community Center

Bolossoville 320 8
School
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4.2.2 Sizing of Water Pumps

The water systems use Jacuzzi DC water pumps. These pumps feature a
submersible design with a SJ1 brush-type DC motor directly coupled

to a model Cl14 centrifugal pump. The sizing of an array to directly
operate this pump is a complex procedure with part of the calculations

requiring numerous iterations to determine the optimum operating
voltage and current.

The pumping requirements for each village are:

Static Head Plus Water Requirements
Village Tank Elevation (M) (m3/Day)
Donguila 43 5.6
Nyali 20 6.6
Onguia 65 12.7
Bolossoville 89 21.0

Hourly insolation data used for water pump sizing and performance
evaluation is based on data taken by Solavolt personnel at an instal-
lTation in Kougouleu, Gabon during evaluation of an earlier Solavolt
system there. Kougouleu is about 40 km from Donguila. This data is
presented below in terms of monthly averaged daily sunhours (kwh/m?2)
on the array with a tilt angle of 10° facing North.

MONTH: JAN FEB MAR APR MAY  JUN
INSOLATION: 3.78  3.90  4.00  4.77  4.47  4.00
MONTH: JUL AUG SEP ocT NOV  _DEC
INSOLATION: 3.20  3.31  3.95  3.37 3,04  3.78

AVERAGE: 3.86

Since a constant minimum daily volume of water is required for each
of these villages, performance estimates were made based on worst
month (July) performance. The 3.20 sunhours (kwh/m2) sunhours isola-
tion expected on a July day was assumed to follow a smooth curve
throughout the day. The ambient temperature was assumed to be 32°C.

The irradiance for every half-hour interval of the day was determined
and used in the calculations.

The sizing process starts by considering the voltage, pump motor
requirements, etc. to determine the array size and configuration,

€.9., 24 modules wired in eight parallel strings each with three
series modules.

A computer program is used to size the various systems. The program
calculates the current-voltage (I-V) curve of a module for the irrad-
iance level on the array and the ambient temperature for each half-
hour increment from dawn to dusk. The I-V curve voltages are then
scaled by the number of series modules and the currents are scaled by
the number of parallel strings to obtain an array I-V characteristic.
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Prior to the sizing, the flow and head (pressure) characteristics of
the pump/motor combination are measured at various voltages and cur-
rents. From this measured data and a series of general pump perfor-
mance equations, it is possible to calculate the voltage and current
needed to produce various flow rates at various total dynamic heads

(pressures) for each system. Several pump designs were analyzed and

the Jacuzzi SJ1/C14 combination was determined to be the best choice
for all villages.

The primary task of the computer program is to search iteratively
for the intersection point of the array and pump IV curves. This
is the operation point of the pump/motor/array system under the
particular irradiance/ temperature/dynamic head conditions. Wiring

losses in the system were modeled by assuming a linear voltage drop
with array current,

Algorithms are used to model hydraulic system losses (friction and
water level drawdown) as a function of flow rate. In order to do
this, it is necessary to assume a flow rate and execute a binary
search to find the correct dynamic losses for each operating point.

This procedure is repeated for half hour intervals throughout the
day and the daily total numerically intearated flow is determined.

If the required volume is not pumped, the array size must be changed
and the process repeated.

This procedure was followed for each village. Test data for the Bolos-
soville well indicated that the well would not yield the required 21
cubic meters per day; therefore, a pump design was developed based

on the measured yield of that well. The resulting designs were:

Number of Number of Worst Month
Village Series Modules Parallel Strings Daily Flow (mil*
Donguila 3 8 4.5
Nyali 3 6 5.4
Onguia 4 12 8.5
Bolossoville 4 20 9.7

*month of lowest insolation

Since the design was made for cloudy conditions, it was necessary to
check that the pump motor will not exceed its maximum ratings of 60
volts and 20 amperes on bright sun days thus contributing to possible
pump failure. Since the Bolossoville pump was the only one close

to operating at the maximum ratings, it was decided to use a pump
motor (model SJ2) with a heavy-duty magnetic clutch to avoid any
possible problems under full-sun conditions for the village. This
clutch decouples the motor from the pump under high array current
levels. The spare pump, left with the MERH, also has an SJ2 motor and
can be used in any of the villages. Limited initial availability

of SJ2 motors during system procurement precluded their use in all
villages.




4.3 Systems Installation Descriptions

4,3.1 Dispensary Systems

The dispensary systems each use a 16-module 40-watt array. A typical
dispensary site plan is included in Appendix A (drawing 79CSB28052B)
and shows the usual arrangement of subsystems and details of how the
load devices are installed. Appendix A contains a typical wiring
diagram (drawing 69CSB28053B) and the corresponding schematic (draw-
ing 63DSB28083B). The instruments and controls are as shown on the

Dispensary System - PV System Instruments and Controls Layout (draw-
ing 79ESB28086B).

The dispensary PV systems should power all loads for all seasons for
the specified number of hours per day. If usage exceeds specifi-
cations and/or there is less sun than expected, battery state-of-charge
and system voltage will decrease. If battery voltage drops below 11.5
volts, a low voltage disconnect is designed to disconnect the fan

and 1ights so that the remaining energy is fully available to the
refrigerator/freezer. This load shedding is automatic and does not
sound any alarm. Normal operation of lights and fan is restored when
battery voltage recovers to 12.8 volts. If system voltage falls
below 10.5 volts, the R/F is disconnected and an alarm sounds. The
R/F is reconnected when the system voltage reaches 12.5 volts.

Figure 4-2 is a sketch of a typical dispensary system.
4.3.2 School and Community Building Systems

The school and community building systems use the same general design
approach as the dispensary systems. The major differences are a
reduction in modules to 14 from 16, and a reduction in battery cells

to 18 from 24. The loads consist of lights and a TV/VCR. The instru-
mentation includes equipment for measuring insolation. Not all of

the schools are the same, however. In Bolossoville the school does

not have the TV/VCR and as a result requires a smaller array structure.
Only the village of Bolossoville has a community building and this
building contains the TV/VCR and 1ights. These systems do not use

any load shedding as there are no priority loads.

An attempt was made to locate the array subsystem for the schools away
from play areas. A typical school site plan is included in Appendix

A (drawing 79CSB28057B) and shows the usual arrangement of subsystems
and details of how the lights and TV/VCR are installed. Figure 4-3
shows a typical school system.

4.3.3 Water Systems

The water systems are different from the school and dispensary systems
in that they do not use batteries. Instead of using energy storage,
the pumping systems use product storage (water) by pumping water into
a large tank. The pumps operate when the solar irradiance is over a
minimum level, typically 30 to 40 mw/cmZ. The tanks and pumps are
large enough to ensure adequate water under normal conditions.
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4.3.3.1 Water Pump

The water pump is a submersible unit with a sealed brush-type DC motor.
The motor is designed to operate directly from the array without any
additional components. This type of operation is expected to be very
reliable as there are very few parts that can fail or that reauire
maintenance. The only maintenance requirement is for the motor

brushes which will require periodic replacement. The brushes should
last at least 5 years in the pump that is operated at the highest power
level (Bolossoville) and should last 10 years in the other villages.
Brush replacement requires removal of the pump from the well. The

pump and pipe can be removed from the wells by hand using a tripod

left in each village and a pulley and winch left with MERH/SEEG.

Spare brushes and instructions on how to remove the pump, replace

the brushes and replace the pump have also been left with MERH/SEEG.

4,3.3.2 Instrument/Control Subsystem

Section 4.1.3 detailed systems instruments/controls. The instrumen-
tation and controls for the water systems are simpler than for the
other systems due to the absence of batteries. The voltage, current,
ampere-hours and pump run-time are displayed in the instrument and
control enclosure. The run-time meter for the water pump operates
at or above voltages which result in water being pumped into the
tank. The only control is a solenoid to disconnect the pump when a
float switch on the water tank detects that the tank is full. A
water meter calibrated in cubic meters is used to record the water
pumped from the well. For ease of data collection, this water meter
has a remote electro-mechanical meter that is located on the main
instrument panel in the instrument enclosure.

The number of modules used for each water system depends on the
depth-to-water, tank height and water requirements for the village,
The Donguila and Nyali arrays have three modules in series while
‘Bolossoville and Onguia-Bougandji arrays have four modules in series.

4.3.3.3 Water Storage Subsystems

The water tanks were installed at the high point of each village.

In Donguila, an elevated 20 cubic meter tank is used because pressure
to operate a water fountain is required right at the tank. The other
villages use 20 or 30 cubic meter skid mounted horizontal water
tanks. The water tanks were the single most expensive item in the
project. Transportation of the water tanks to the villages was very
difficult because the expected dry season during the summer of 1984
did not occur and the roads were very difficult to travel.

The water tank at Donguila has a pressure gauge calibrated to show
water level. The water tanks at the other three (3) villages

were provided with a clear plastic pipe as a sight gauge for water
height. This clear plastic pipe was not installed because of MERH
concern that children would damage it.




4.3.3.4 Mater Distribution Subsystem

The villages of Donguila and Bolossoville use two-inch diameter high
density polyethelyene (HDPE) water pipe for the distribution system.
The other villages use two inch diameter galvanized steel pipe. The
two types of pipe were used to determine which was preferred for
future systems.

For the HDPE pipe, Solavolt used a 200 psi heavy wall pipe with pack
joint type fittings for connections. The HDPE is preferred from an
installation point of view as it is much easier to install due to
lower labor requirements, no requirement for straight trenches, and
ability to make turns without fittings. Questions about durability
were answered during installation in Donguila when a heavy truck
fell into the loosely packed dirt in a trench on two occasions and
got the wheels mired in mud (due to rain) down to the depth of the
pipe (80 cm) and did not damage the HDPE pipe. HDPE pipe is used in
all wells for ease of installation.

Water is available for the people of the villages at 2 to 4 water
fountains per village. £Each water fountain consists of two spring
return water faucets mounted on a heavy pipe extending up through a
concrete pad. Water is not provided inside of any buildings.

The water distribution subsystem (see drawing 79CSB28012B in Appendix
A for an example) includes all necessary valves, check valves, and
cther fittings in addition to the pipe. Provisions have been made
for extending the distribution systems in the future. It should be
noted that while all plumbing parts are standard U.S. items, the
European plumbing parts used in Gabon have the same threads and can
be interchanged. Copper tube sizes are different from the U.S. sizes
but none was used in this project.

4.3.3.5 MWater Tanks

The water tanks were fabricated in Gabon from steel to standard Gabon
designs for horizontal and vertical water tanks. A Gabonese Depart-
ment of Health approved epoxy coating system was used to prevent
corrosion. During the pre-design site visit, it was determined that
horizontal skid mounted water tanks could be used in Nyali, Bolosso-
ville and Onguia-Bougandji.

The water tanks are equipped with float-type Tevel switches to shut
off the water pump when the tanks are full. The tanks are also equip-
ped with access covers, as well as internal and external ladders, so
that they may be easily cleaned.

Drawing: Water tank 79CSB28100B (Appendix A).

4.3.3.6 MWater Pipe
As mentioned earlier, Dongquila and Bolossoville have HDPE pipe for the

distribution system while Onguia-Bougandji and Nyali use ga]vanized.
steel pipe. A11 distribution pipe is 2-inch nominal pipe size. This
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size was chosen to minimize pressure drop due to flow over the long
distances in the villages. Smaller pipe would have required either
elevated tanks or auxiliary pumping systems. Only one size of pipe
was used to minimize design and supply problems. A1)l required piping
fixtures were supplied from the U.S. as complete kits. Solavolt
designed and provided a simple water distribution fountain, constructed
mostly of 2-inch pipe, to replace a rather expensive French "Borne"
fountain in general use in Gabon. See Section 5.3.4 for greater
detail. Each water system includes a water meter to measure the
water pumped and a check valve to prevent water from draining back
down into the well when the pump is off.

Drawing: Donguila Water System 79CSB28012B (Appendix A).
Distribution Plan
Water System Fountain 81BSB280998 (Appendix A).
Assembly

4,3.4 Village Light System

Each village was provided with one (1) 12-volt, 18-watt lTow pressure
sodium (LPS) street 1ight that has a darkness sensor and an automatic
timer. This is a self-contained system. The timer and light are
turned on at dusk. The timers are set for four (4) hours, after

which the lights are shut off. The timers are easily field-resettable;
and if actual insolation data indicates longer lamp run-times can be
supported, the run-time (and timer) can be adjusted for longer perijods
of lamp operation. During the Final Inspection Test, the timers for
the village lights in Donguila, Bolossoville and Nyali were reset for
6-hour operation after a on-site review of the insolation and performance
data.

The basic parts of the village light system are:
o Custom galvanized steel pole with integral top array mount
0o 2 MSP43E40 modules

o 2 Delco 2000 PV batteries in a lockable battery enclosure and on
instrumentation and control enclosure containing:

- PV system instrumentation

- Array meter (1)

- Voltage regulator (1)

- Array/load ammeter and ampere-hour meters
- High and low voltage disconnects

- Alarm monitor

0o 12-volt, 18 watt REC Specialities LPS lamp fixture with:

- Built-in field resetable timer
- Darkness sensor.

Drawing number 01CSB28101B in Appendix A shows the assembly of this

light system. Low pressure sodium lights are used because (1) they
are more efficient than other types of lights; and (2) they do not
attract as many insects as do other types of lights.
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4.4 Electrical Load Devices

The requirements for types and numbers of load devices are listed in
Section 2. A description of the load devices supplied is as follows:

4.4,1 Fluorescent Lights

The fluorescent lights supplied for the dispensary, schools and com-
munity building are single lamp 40 watt 12 volt fixtures with built-in
inverters for 12-volt operation. They are manufactured by REC Special-
ities (See Appendix B). Each lamp has been fitted with a clear Lexan
shield and end caps to fully contain all pieces in the event of break-
age. The covered lamp is fully exposed, since enclosed fixtures are
not desired in Gabon as they tend to fill up with insects. The fluor-
escent lamp assemblies are either ceiling-mounted or hung by short
chains from open rafters, depending on the building's construction.

4.4,2 Ceiling Fans

The ceiling fans are "Casablanca" type 3-blade 12-volt fans that
require one (1) amp to operate. They are controlled by solid

state timer switches (See Appendix B). The timer switches were
removed during the FIT visit because they proved to be unnecessary.

4.4.3 Porch Light

The porch light is a 12-volt, 18-watt low pressure sodium (LPS) light
fixture from REC Specialities. It is controlled by a timer switch
located outside the building on the porch set for a one (1) hour
runtime. The timer switch is the same type discussed in 4.4.,2,

4.4.4 Medical Refrigerator/Freezer (R/F)

The R/F is a top-loading 12-volt high efficiency unit manufactured

by Marvel Division of Dayton-Walther Corporation. The model 4RTD was
qualified by Solavolt International as meeting World Health Organiza-
tion requirements for vaccine "cold chain" applications. This R/F is
sold by Solavolt as model MSF100. The R/F is equipped with a 3-pen,
7-day mechanical clock driven temperature recorder that will record
ambient, refrigerator and freezer temperatures on a 10 inch diameter
temperature chart (See Appendix B). A four (4) conductor cable
connects the R/F to the system instrumentation and controls enclosure
so that the compressor runtime and actual R/F operating voltage

can be monitored. Further details of the R/F are contained in Appendix
B.

4.4.5 TV and VCR

Four (4) 42-cm color televisions (TVs) of suitable multistandard design
and suitable VCR's (See Appendix B) were purchased in France for use

in the schools and community buildings. It was necessary to purchase
the TVs and the VCRs in France so that they would be compatible with
the local TV standards. Both the TV and VCR are designed for 12-volt
operation.
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The TVs and VCRs are housed in plywood enclosures. The enclosures

for locations other than Onguia-Bougandji are constructed with both
front and read doors so that they could be placed in a wall for public
use outside the school.

4.4.6 Village Light

The requirement for the outdoor area (village) lights was to furnish
a low pressure sodium lamp of less than 30 watts that is enclosed in
a weatherproof exterior fixture, and mounted on a suitable pole
approximately 12 to 18 feet above ground.

The 1ight used is a 12-volt, 18-watt LPS light fixture from REC Spec-
jalties that is equipped with an integral darkness sensor and timer,
The systems were designed and sized for six-hour operation; however,
MERH preferred to set the timer for four (4) hours at the time of
installation.

Drawing: Village Light System-PV 01CSB28101B (Appendix B).
System Assembly

4.5 Other System Requirements

4.5.1 Operating Environment

A11 electrical circuit boards were required to be conformally coated
with a type AR or ER product per QPL-46058-23 in order to provide
resistance to moisture and fungus.

The systems were designed and constructed to operate properly under
the following environmental conditions:

a. Ambient temperatures between 10°C and 43°C.
b. Prevailing wind speeds up to 40 km/hr from any direction.
c. Wind gusts to 100 km/hr from any direction.

d. Dust, moisture, mild salt fog and fungus: Components, materials,
assembly designs and enclosures were to be chosen to be resistant
to dust, moisture, fungus and mild salt fog (but not insets!).

In addition to meeting the above requirements, Ceca Gadis noted that
the instrument/control enclosures must be properly vented to avoid a
build-up of moisture. Thus, there are air vents at the top of the
enclosures, and condensate drains ("weep holes") at the bottom of the
enclosures.

4.5.2 Visitor Display Panels (Sign)
Solavolt was required to design and provide a visitor display panel

in each village that contained the following information for each
village:




a) Project Name
b) Project Description
c) Site Plan showing Systems locations

d) Systems Descriptions (understandable by laymen)

e) Participants' Credits.

The visitor display panels were to include a registration station and
log book protected from the environment where visitors may enter
their names, affiliations and comments.

The basic layout for the display panels was supplied to Solavolt by
MERH at the final design review. Al11 text is in French. The visitor
display panels are four (4) foot by six (6) foot signs mounted on

two (2) four (4) inch diameter aluminum poles. The signs use a
special surface treated aluminum sheet designed to hold paint well

in a tropic environment. The text and logos were silk screened on
the signs. Site maps taken from the village plans were hand-painted
on the signs. The aluminum sheet is bonded to a sheet of marine
plywood and the edges enclosed with an extruded aluminum channel.

The visitor registration stations that consisted of epoxy painted
steel lecterns with a sheltered area for storage of visitor logs and
project information were supplied. The visitor log and project

informations were not the responsibility of Solavolt, and were not
supplied.
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SECTION 5. OPERATIONAL PROBLEMS

There were many small and a few major problems encountered either in
the installation and during the first year of systems operation.

5.1 Summary of Installation and Operational Problems

Common to all Villages:

Failure of 40 watt fluorescent lights
Improperly installed village 1ight runtime meters

Bolossoville Systems:

Dispensary
R/F failure
Battery enclosure vent leaking
Amp-hour counter stuck
R/F runtime meter physical damage
Freezer temperature probe failure

School
Irradiation sensor (open circuit, repaired)
Battery enclosure vent leaking
Low voltage disconnect failures
High voltage disconnect
Amp-hour counter stuck
Irradiance meter movement siezed (corrosion)
Ammeter meter movement seized (corrosion)

Water
Incorrect pump motor installed
Water pump motor failure

Village Light
Lam failure
Ammeter meter movement failure
Low voltage disconnect failure

Community Center
VCR failure
Voltage regulator failure

Donguila Systems:

Dispensary
R/F(thermostat failure and Electronic
Control Module (ECM) cable damage due to rats)
Fan timer switch failure
High voltage disconnect failure
Low voltage disconnect failure
Voltage regulator (2) failures
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Donguila Systems (continued):

Nyali Systems:

School

VCR failure
High voltage disconnect failure

Water

Insufficient water being pumped (undersized
PV array)
Array VOC/ISC meter failure

Village Light

Incorrect installation of lamp fixture
Battery failure

Lamp failure

Inverter/ballast & timer changed (2) failures
High voltage alarm (2) failures

Dispensary

Irradiation sensor failure

Fan and porch 1ight timer switches failures

Porch 1ight inverter & timer water damage
(wrong fixture installed)

Low voltage disconnect failure

R/F monitor (amp-hr meters) failure

Water

Insufficient water (valve partially closed)
Water meter leaking and clogged with sand

Village Light: None - only place w/"None"

Onguia-Bougandji Systems:

Dispensary

R/F failure of ECM

Refrigerator section circulation fan damaged
Locks missing

Amp-hr counter stuck

Fan timer/switch failure

Leaking battery vent

School

TV failed

Water

Water pump motor failed (motor open circuit)
Runtime meter failure

Broken modules (vandalism)

Broken faucet

Blocked water line at fountain
Instrumentation fuse blown

Amp-hr counter stuck
Remote water volume counter stuck
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Onguia Systems (continued):

Village Light
Instrumentation failures
Battery connector open circuit

Circuit breaker connections loose
Darkness sensor failed

Ammeter meter movement stuck (corrosion)

5.2 Common Problem Descriptions

The problems discussed in this section were encountered in all of the
villages.

5.2.1 40-Watt Fluorescent Lamp Fixtures

This project originally used standard 12-volt, 40-watt fluorescent
light fixtures manufactured and sold by REC Specialties as their model
153. Solavolt separately supplied G.E. "cool white" 40-watt lTamps
that were placed inside clear plastic "tube-gard" protective tubes so
that if a tube was broken in transit or while being used, all the
broken glass would be safely contained (enclosed fixtures should be
avoided in Gabon, because they tend to fill up with dead insects).

The REC model 153 has an integral solid-state inverter/ballast that
converts the direct current into high frequency, high voltage AC
current for operating the fluorescent lamps. The circuit used is a

free running, multivibrator with a transformer. The frame is steel
with white paint.

These 1light fixtures were used in the dispensary, school, and community
center systems. They provide adequate light. Each system was pro-
vided with one spare fixture and two spare lamps. During the initial
planning site visit, it was determined that suitable replacement

lamps were available in Libreville and Franceville. The standard
European 48inch (1219mm) fluorescent lamp is rated at 36 watts, is

slightly narrower, but will fit and operate in either U.S. or European
light fixtures.

Problems with these lights started early in the project. One of the
light fixtures failed shortly after installation in Donguila in
September 1984, The Nyali dispensary was installed about four weeks
later, and two of the four lights failed during the first day. Light
fixtures intended for the school were used to replace the failed
dispensary fixture, causing several more failures. The Nyali school
system was not installed, because MERH determined that the present
building was not suitable, and that the Education Ministry planned

to replace the school within a year. As of fall 1986, this had not
occurred.

The Onguila-Bougandji school and dispensary systems were installed
about 10 weeks after the Donguila systems, and about 75 percent of
the Tight fixtures failed within a few hours of use.
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Solavolt was notified of the problem and purchased additional REC
model 153 fixtures from a different production lot, applied a secon-
dary conformal coating to the inverter/ballast, and air shipped the
fixtures to Gabon. Solavolt and NASA personnel arrived for the Final
Acceptance Test (FAT) visit in January 1985, and installed the replace-
ment fixtures in Onguia-Bougandji. While the FAT team was in Onguia,
the last of the Bolossoville systems were being installed by Ceca
Gadis, and all of the fixtures failed upon testing. Solavolt subse-
quently air-shipped 24 replacment fixtures. This third shipment
consisted of 12 REC fixtures and 12 from Standard Electric Fixture
Company. The Standard Electric Fixture Company fixtures use Iota
1D12-40 inverter/ballasts. These 24 fixtures were installed in
Bolossoville in February, 1985.

During the first year of operation, the REC fixtures continued to
fail, but at a reduced rate. During the Final Inspection Test (FIT)
visit in February 1986, several more failed fixtures were replaced,
and many failed 40-watt lamps were found and replaced. A review of
the failed fixtures indicated that all production lots of the REC
fixtures had significant failure rates, and that the secondary con-
formal coating of the inverter/ballast had little, if any, affect on
the mortality rate. There was a very strong correlation between the
storage time in the tropic environment and the initial failure rate
of the REC fixtures. Significantly, none of the Standard Electric

Fixture Company fixtures with Iota ballasts are known to have failed
to date.

Many of the failed inverter/ballasts were returned to the manufacturer
for analysis, but Solavolt has been unable to obtain a satisfactory
reason for fixture failure. The manufacturer stated only that the
power transistors had burned out (shorted or open circuited), and
replaced all submitted failed inverter/ballasts with new units of the
same design. Because of REC's reluctance to give a reason for their
failures and the good field performance of the Standard Electric
Fixture Company product, all replacement fixtures sent to Gabon as a
result of the FIT visit are from Standard Electric Fixture Company.

The high failure or burn-out rate of the fluorescent lamps was
unexpected. The lamps are rated for an average 1ife of 10,000 hours
at 4 hours per start. Long lamp life is important in this application,
because the village schools and dispensaries do not have ready access
to replacement lamps, and do not have funds to pay for the lamps.

Solavolt investigated the short lamp life problem, and determined

that the short lamp life experienced in this project is caused by
another characteristic of the REC inverter/ballast. A1l fluorescent
lamp manufacturers specify that the Current Crest Factor (CCF) of the
waveform of the power applied to the lamp must not exceed 1.8. The
CCF is defined as the ratio of the peak current to the root mean
square (rms) average current. Solavolt has measured the CCF of
representative Iota and REC inverter/ballast, and determined that the
Iota inverter/ballasts meet this reaquirement, while the REC inverter/
ballasts exceed the allowable 1imit. The use of the Standard Electric
Fixture to fixtures as replacements for the failed R5C fixtures should
greatly improve the 1ife of the fluorescent lamps.
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5.2.2 Village Lights

The village lights use a REC model 118 18-watt Low Pressure Sodium
(LPS) light fixture with darkness sensor and timer. The dispensaries
use the same basic light fixture without darkness sensor and timer as

a porch light. Several problems were encountered with the use of
these fixtures.

In Nyali, a village 1ight model lamp fixture was installed by mistake
as the dispensary porch fixture, and the darkness sensor was removed
so that it would operate properly with the manual switch. Removal

of the darkness sensor left the socket for the sensor exposed, and
allowed rain water to enter and fill the entire fixture with water,
causing complete failure of the fixture and the timer switch control-
ling it. 1In Donguila, the timer circuit board for the village 1light
was replaced twice in the 16 month period. The problem may have

been caused by a shorted battery cell. At least one of the removed
timers operated to specification when retested by the manufacturer.
In Onguia, the darkness sensor required replacement during FIT.

A11 the village lights reauired replacement of the LPS lamp at least
once during the year. This is believed to be related to the inverter/
ballast CCF characteristic as described for the fluorescent lights.
Additional spare lamps were furnished for each system.

5.2.3 Voltage Regulators

The voltage regulators used in the 12-volt systems had an unacceptable
failure rate. During the 16 months from the first installations until
the FIT visit in February 1986, six voltage regulators out of the
total of 32 installed had failed. The voltage regulators used are
Specialty Concepts' SCI Charger Model 2 without temperature compen-
sation capability. Solavolt specified several modifications to these
units including conformal coating of the printed circuit board with

a MIL-specification coating, an array input fuse, and French language
markings.

A11 failed units were returned to the manufacturer, Specialty Concepts,
for analysis. Solavolt and Specialty Concepts determined that one unit
removed from service by Ceca Gadis as defective was fully functional.
Five (5) of the units had various types of component electrical damage
that was attributed to electrical transients. Specialty Concepts
stated in a letter to Solavolt concerning the failure analysis that:
"The parts which we have replaced have had no history of failure on
previous units". One regqulator was found to be full of insect mud
nests that caused damage to components. A review of the system designs
does not indicate any design feature that can be changed to reduce
transients. Since no specific cause of this problem was determined,

it was decided to increase the number of spare voltage regulators so
that system operation could be maintained.
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5.2.4 High and Low Voltage Disconnects

Another Specialty Concepts product used in the control system also
had a high failure rate. The Specialty Concepts "Battery Saver" was
used in two versions, one for load disconnect in the event of low
voltage, and the other as an array disconnect, and in the event of
voltage regulator failure. Nine out of 28 of these units installed
for the project failed during the 16-month operational period.
Several were repaired in Gabon by Solavolt by replacement of a tran-
sistor (MPS-A13) that activates the relays. The rest of the failed
units were returned to Specialty Concepts for analysis and repair/
replacement. Specialty Concepts determined that the MSP-Al13 transis-
tors had been damaged by transients. As with the voltage regulators,
NASA and Solavolt decided to increase the number of spare battery
savers as the only practical solution to the problem.

5.2.5 Ampere-Hour Meters

Many minor problems were associated with the Curtis Instruments ampere-
hour meters used in all systems. These instruments use Triplett Model
320-R 0-1 milliampere meter movements to indicate system voltage and
currents. The humid tropical climate caused corrosion in these meters
that resulted in sticking and non-functional display of the measured
quantity. A total of 8 out of 67 meter movements required replace-
ment. Several of the electro-mechanical counters used to accumulate
the ampere-hour readings stuck at various times, but were restored

to operation by either resetting or application of a higher voltage
pulse. One of the instruments (Onguia village light) did not function
when installed. This was traced to transistors Solavolt improperly
installed in the unit, and was responsible for loss of data from the
system for the entire 16-month period, because Ceca Gadis did not
replace the unit after in-Gabon repair by Solavolt during FAT.

Significantly, there were no operational failures of the integrating
electronics in the Curtis Instruments ampere-hours instruments even
though the electronics involved are far more complex than those in
the voltage regulators and high/low voltage disconnects.

5.2.6 Battery Enclosures

An example of how a simple problem could lead to serious problems if
not corrected is the problem encountered with the battery enclosures
used for the large industrial batteries in the school, community
center, and dispensary systems. Water leaks developed around the air
vent which allowed water to drip on the batteries. This additional
water entered the battery cells directly below the vent and diluted
the battery acid. If the situation was allowed to continue, it
would lead to premature failure of the batteries. The leakage could
be temporarily stopped by resealing the joint between the vent and
the top of the enclosure, but the experience gained between the FAT
and FIT visits was that leaks redeveloped. The resolution was to
cut a piece of wood to the height needed to fit inside the enclosure
and 1ift the vent slightly so that rain water would flow away from
the joint. This was done for all the systems.
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5.3 Dispensary Systems

5.3.1 Refrigerators

Three of the four refrigerators failed during the 16 month operational
period. Failure of the Donguila dispensary refrigerator was caused

by rodents chewing through the instrument cable at the rear of the
refrigerator, thus causing a short circuit that further caused a
transistor to burn out on the thermostat card of the refrigerator.

The transistor was replaced by Solavolt during the FIT visit. The
other two refrigerators failed due to failures within the Danfoss
Electronics Control Module (ECM) that powers the compressor.

In Bolossoville, the part of the ECM that controls the condensor fan
failed to operate the fan, resulting in continuous operation of the
compressor. The cause of the continuous operation of the compressor
was misdiagnosed by Ceca Gadis, and the refrigerator was removed to
Libreville for recharging with freon. Before any attempt was made to
repair the refrigerator, Solavolt and NASA personnel arrived for the
FIT visit, properly diagnosed the problem and replaced the ECM. At
the same time, it was discovered that the reverse polarity protection
circuit breaker had corroded and was causing on open circuit. That
corrosion problem was corrected.

During the FIT visit, the refrigerator in Onguia was found to have
failed (there was no one assigned to the dispensary). The problem
was traced to a failed ECM, which was replaced.

A1l failed ECM units were returned to the refrigerator manufacturer
(Marvel) and replaced, but Solavolt has not been able to obtain any
failure analysis.

5.3.2 Timer Switches

Timer switches were used for the dispensary outdoor porch lights

and the ventilation fans, so that these load devices could not be

left on all the time by mistake. The timer switches are manufactured
by SunAmp Systems, and are designed to fit a standard U.S. electrical
outlet box. The electrical outlet boxes used in the project were sur-
face mounted Wire Mould boxes, and the timéer switches were difficult
to correctly insert into these boxes. As a result of this, two of

the timer switches were broken during the installation task. Another
timer switch (Nyali dispensary) failed when the porch light short-
circuited due to water inside the fixture. During the 16 months of
operation, three additional timer switches failed due to mechanical
damage by the users, corrosion, and electrical transients.

During the FAT visit, it was obvious that a timer switch was not
needed, and that the users could handle the responsibility of assuring
that unneeded devices should be turned off. As a result, all the
timer switches were replaced with standard mechanical switches during
the FIT visit.
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5.4 School and Community Center Systems

5.4.1 Irradiation Sensors

Each village was supplied with an instrument to measure the intensity
of the sunshine and accumulate the irradiation (insolation). The
insolometer for each village was included with the school system PV
array and instrumentation. The insolometer sensor is a Li-Cor LI200-SB
silicon pyranometer. The instrumentation use a ten-turn miniature
potentiometer to adjust the output voltage to an exact 10 millivolts
under an irradiance of 100 milliwatts per square centimeter. In
Bolossoville and Nyali, this potentiometer developed an open circuit
between the resistance element and the wiper. During FIT in Nyali,

it was discovered that a slight adjustment of the potentiometer would
restore operation. This was not known during the earlier Bolossoville
FIT visit, and was not corrected. A spare sensor has been sent to
Gabon, and Ceca Gadis has been instructed on how to repair and replace
the sensor.

5.4.2 TV and VCR

Both the TVs and VCRs were subject to several failures that are char-
acteristic of these devices in this climate. They were routinely
repaired by Ceca Gadis.

5.5 Water Systems

5.5.1 MWater Pumps

The water pumps used in this project have had some problems. The
water pump installed in Onguia-Bougandji and powered by a 1760 watt
array failed after 10 months of operation. The pump motor was
replaced during the FIT visit in 1986, and the motor was returned to
the manufacturer (Jacuzzi) for analysis. It was determined that the
commutator and brushes were completely burnt up - cause unknown.

The pump at Bolossoville initally failed to pump the required amount
of water and was observed to stop pumping when the current from the
3.2 kW PV array exceeded 20 amperes. Analysis of the situation
indicated that the wrong pump set, an SJ1 instead of an SJ2, had been
installed at Bolossoville. The cause of the failure to pump at array
currents over 20 amperes was the proper operation (slippage) of a
magnetic coupling between the motor and pump. The pump and motor was
removed and returned to the manufacturer for inspection before being
returned to the spare parts supply in Libreville. The manufacturer
determined that the motor had been damaged, and the motor was rebuilt.

During this first replacement operation in Bolossoville, the personnel
apparently did not fully tighten the fitting holding the HDPE pipe

at the top of the well. This fitting later separated allowing all water
pumped to fall back into the well and resulted in the pump and pipe
hanging from the well head fitting by the safety rope and power cable.




During FIT, an attempt was made to raise the pump and pipe by the
safety rope, and to reconnect the pipe to the well head fitting. How-
ever, the pump was securely lodged in the well casing and the safety
rope broke, allowing the pump and pipe to drop to the bottom of the
well., A special tool was sent to Gabon to extract the pump by catch-
ing the pipe where it had come to rest about five meters below the
well head. The pump is apparently caught securely on the bottom of
the well casing, however, and could not be dislodged. The efforts to
remove the pump were semi-successful in that the effort broke the
pipe connection at the pump and the removal of all of the pipe and
wiring was removed from the well., A replacement pump and motor was
installed in the well,

The condition of the first motor removed from the well prompted the
development of a protective automatic array disconnect switch that
disconnects about 40 percent of the array when the current approaches
the pump manufacturer's maximum rating. This additional circuit was
installed when the replacement pump was installed.

The water system in Donguila did not produce an adequate flow of

water as initially designed. A definite cause was not found, but

data taken indicated that the level of water in the well was lowered
more than expected by the operation of the pump resulting in a reduced
pumping rate. To correct this problem, sixteen modules were added

to the array just prior to the FIT visit. Present indications are
that the supply of water is now adequate.

The pump in Nyali initially produced substantially less water than
desired. This was determined to be caused by an almost completely
closed valve between the well and the water tank. Prior to this
discovery, plans were made to add three modules to the fifteen
installed so that more water could be pumped. Since the modules and
wiring were already in the village when the cause of the problem was
discovered, they were installed. These additional modules necessitated
the rep]acenent of the system ammeter with a different ammeter capable
of measuring the higher current.

5.5.2 Pump Runtime Meters

The pump runtime meter in Onguia failed during installation, and was
not replaced until the FIT visit 16 months later. Cause of failure
was not determined as the failed unit was lost during the FIT visit.

5.5.3 Distribution Plumbing

Some problems were encountered with the water distribution system
plumbing. Because of decisions to add additional fountains in Donguila
and Onguia-Bougandji, self-closing faucets were purchased in Gabon

for these fountains. Those faucets were of a different design than

the U.S. faucets, and developed a serious leak problem. They were
replaced during the FIT visit.
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The U.S. faucets developed a problem that the local plumbers did not
know how to correct. In those faucets, the spring that returns the
faucet to the off position also holds the knob tight against a pin
inside the knob. After extensive use, the spring weakens slightly,
and the knob develops a wobble. The adjustment for this condition is
hidden under a decorative emblem on the knob and access requires a
pair of pliers. During the FIT visit, all the knobs were adjusted,
by SVI and the local people shown how to make the adjustments.

At FIT, one of the water fountains in Onguia was discovered to be
plugged. This problem was brought to the attention of Societe
D'Energie et D'Eau Du Gabon, and they were to correct the problem.
Road work in Bolossoville resulted in the cutting of the pipe where
jt crossed the road. S.E.E.G. personnel from Oyem repaired the
break.

5.6 Village Light Systems

5.6.1 Batteries

The only problems with batteries were with the Delco 2000 batteries
used with the village light systems. In Donguila, one of the Delco
batteries developed a short circuit in a battery cell. The low
voltage produced in the parallel battery caused that battery to lose
most of its capacity. The problem was discovered during the FIT
visit, and both batteries in the system were replaced with available
spares.

In Onguia, one of the batteries in the village light failed. This

was discovered during the FIT visit, and was caused by an open circuit
in the cable connecting the two parallelled batteries. The deeper
daily cycling resulting from only one battery being connected caused
failure of that battery. The system was left with only the unused
second battery operating until replacement batteries and cable could

be furnished.

Since the village lights were originally designed, an improved series
of batteries has become available. The GNB 12-5000 battery is a
sealed, absorbed electrolyte battery that has excellent deep-cycling
life. Following FIT, a decision was made to replace all of the
village light systems with GNB 12-5000 batteries.

5.7 Miscellaneous Problems

The FIT visit, and to a lesser extent the FAT visit, resulted in the
discovery of many minor systems problems that were corrected.

In Nyali, the water meter became clogged with sand from the well,
Solavolt disassembled the water meter and cleaned it out during the
FIT.

In Onguia, it was discovered that the screw connections on the rear

of the circuit breakers in the village light instrumentation had
never been fully tightened and were causing intermittant open circuits.
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This was corrected. Also in Onguia, three of the modules for the
water system were broken by children throwing rocks down a hill and
onto the array. The modules were replaced. When told of the problem,
the village chief strongly reprimanded the children.

Several of the keyed-alike padlocks disappeared during installation

and the operational period. They were replaced with spares, but future
projects should consider the use of padlocks with short chains to
fasten them in place.
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Section 6. SYSTEMS PERFORMANCE REVIEW

The data on system performance was recorded in the villages by selected individuals
who received about four hours of training. The data was to be collected by S.E.E.G.,
forwarded to MERH in Libreville, and miled to Solavolt for analysis. The data was
recorded on multi-part carbonless forms that provided copies for each agency and a
heavier paper copy designated to remain in a logbook with the system. Only half of
the data reported herein was collected in the intended manner; the rest was retrieved
from the system sites during the FIT visit in 1986.

The data was processed at Arizona State University under subcontract to Solavolt.
The tabular data was plotted to identify data problems. Most of the inconsistencies
in the data were resolved, but some unexplainable problems remain. Typical problems
were misreading of instruments or handwriting, the rolling over (from 9999.00 to
0000.00) of mechanical counters for integrals of current and irradiance, and missing
or incorrect decimal points.

Missing data for some systems (due to instrument failures) prevented some desired
analyses. The use of integrating counters provided useful data that spaned periods
of missing data.

This section is organized with a text description of the system performance, a
tabular summary of the design parameters, and graphical plots of data. The graphical
plots contain measured data and parameters derived from the measured data such as
daily cubic meters of water pumped vs. daily ampere-hours.

The following terms used in this report are specifically defined as follows:

POTENTIAL ARRAY OUTPUT - INSOLATION multiplied by ARRAY RATED CURRENT
(ARRAY RATED CURRENT = NUMBER OF PARALLEL
MODULES multiplied by MODULE RATED CURRENT
of 2.45 amps)

ACTUAL ARRAY OUTPUT - As measured by the current integrators
PERCENT ARRAY CAPACITY UTILIZATION = (100) x (ACTUAL ARRAY OUTPUT)

The text description for each system summarizes the performance, problems, and the
effect the problems had on system performance.

The tabular data attempts to compare the design objects to the field performance.
Two types of field data were available: single day data taken by NASA and Solavolt
during the FAT and FIT visits, and the routine data recorded by the villagers.

Some of the design parameters cannot be compared to the instantaneous measurements
taken during the FAT and FIT visits.

The graphical plots illustrate most of the reported data and are annotated with
related average data and notes regarding discrepancies.
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6.1 Water Systems

6.1.1 Bolossoville Water System

The Bolossoville water system experienced several problems during the first year
of operation. The pump motor originally installed was a Jacuzzi SJ1, not SJ2 as
required by the design. This was the result of an equipment distribution error by
Solavolt. The difference between the motors is the torque rating of the magnetic
coupling. Shortly after installation, it was discovered that the pump current
would drop to a very low value after exceeding twenty amperes. It was determined
that this was due to high torque decoupling the magnetic coupling between the pump
and the pump motor. To avoid this problem, three of the seven array branch circuits
were disconnected until the pump motor was replaced with a model SJ2 in April 1985.
This action reduced maximum array current to the pump and allowed the pump to
operate properly during the mid-day, albeit at some loss of pump output at Tow sun
times. The SJ1 motor was returned to the U.S.A. and found to have a burnt com-
mutator, but was reported to have been operating properly when removed.

In December 1985, the pump stopped producing water. During the FIT visit, it was
determined that the well pipe had become disconnected from the well head resulting
in water being pumped up the well pipe and then spilling back into the well (see
paragraph 5.5.1).

Data collection throughout this period provided on accurate account of system perfor-
mance as can be seen on the following graphs and tables. The graphs of array
ampere-hours per day, cubic meters of water pumped per day, and pump run-time per
day show two different rates. Even though these rates should be more consistent,
the activities of the villagers (i.e., water requirements) could change those
factors. The major dry season is usually July through September, and is the likely
reason for the higher water usage during this period. The graph water volume
pumped versus array ampere-hours has a constant slope of 0.13 M3/AH. This states
that there is a direct correlation between these parameters. Other parameters

that should have a direct correlation are volume of water pumped and pump runtime
versus insolation. Those parameters have variable rates showing system performance
changes.

A comparison of design parameters and performance data (Table 6-1) shows, based on
yearly data, that the system did not produce as much water as expected by the
design. Instantaneous readings (FAT) for volume of water pumped versus insolation
show greater performance than both the yearly data and design objectives. Volume
of water pumped per hour and per ampere-hour show a good correlation for FAT and
yearly data. This instills confidence in the system operation.
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Table 6-1. Bolossoville Water System Performance Data

Final
Acceptance Test Operational Final
Design Data (FAT) Data Inspection Test
Parameters 2/4/85 Low-High Data (FIT)
Insolation 4.16 4.1 3.5-4.4 System
(KW-HR/MZ) not
operating:

Potential Array Output 191 189 161-202 see
(amp-hours/day) section 5.5.1
Actual Array Output NA ID 29.7-52.1
(amp-hours/day)
Array Capacity Utilization NA ID 19-26
(percent)
M3 /day 9.7 1D 3.78-6.64
Run-time/day (hours/day) NA ID 3.0-4.8
M3 /kw-HR/M2(1) 2.33 6.16 0.74-1.52
M3 /Hour NA 2.28 1.3-2.4
M3 /Ampere-HR NA 0.13 0.13

FI=Failed Instrument
ID=Insufficent Data
NA=Not Applicable

Note: Pump performance data presented in FAT are instantaneous values, not daily
readings.

(1) of array area
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6.1.2 Donguila Water System

The Donguila water system operated without failure, but generated complaints of
insufficient yield. Data collection throughout the year was adequate for perform-
ance analysis despite a one-month and a three-month gap in data collection.
Changing volumes of water pumped per pump run-time hour show different operating
characteristics. These could be attributed to changes in either well or pump
characteristics.

In October 1985, the pump was temporarily removed from the well to check for mechan-
ical causes for the unsatisfactory yield, and the well's characteristics were
remeasured by MERH. No problems were found to account for the low Tevel of perfor-
mance. Complaints of insufficient yield decreased after the testing, but the data
does not indicate any major change in system performance.

Refering to Table 6-2: FAT, operational, and FIT data show 1little correlation
except that FAT array output data correlates with Tow operational array output
data. Just prior to the FIT visit, the array was increased from 0.96 kW to 1.44 kW
in an attempt to increase water yield. FIT data do not correlate this, because the
data was recorded after the array size was increased. FAT data meets, and FIT data
exceeds, the design parameter of volume of water pumped per day. Cumulative oper-
ational data shows performance was less than design parameters prior to increasing
the array size.

Figures 6-4 and 6-5 show system performance over time (30 November 1984 through 14
April 1986) as a function of array AH produced and pumped water volume, respectively.
Figures 6-6 through 6-8 diagram water volume as a function of array AH, pump run-
time, and total energy in kW-hr, respectively.
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Table 6-2.

Insolation
(kW-HR/M2Z)

Potential Array Output
(amp-hours/day)

Actual Array Output
(amp-hours/day)

Array Capacity Utilization
(percent)

M3/day

Run-time/day (hours/day)

M3 /k W-HR /M2
M3/Hour

M3 /Ampere-HR

FI=Failed Instrument
ID=Insufficent Data
NA=Not Applicable

Note:

Donguila Water System Performance Data

Final Final

Acceptance Operational Inspection

Design Data (FAT) Data Data (FIT)

Parameters 1/18/85 Low-High 2/17/86
4.16 6.8 4.4-5.1 5.8
77 125 81-94 107
NA 66.7 65-75.6 91.5

NA 53 80 86

4.5 4.41 2.3-3.5 6.2
NA FI 2.9-4.2 3.32
1.1 0.65 0.56-0.65 1.07
NA 0.74 0.82-1.24 1.87
NA 0.07 0.04-0.05 0.07

FAT & FIT pump performance data are instantaneous

the course of one day and not daily readings.

- 47 -

values or data taken over




VWP MIMUIXD —<XKDDIBVD

FIGURE 6-4

DONGUILA DATA

WRATER PUMPING DARTA
ARRARY AMPERE HRS. VS. DATE
4oooo0 4
30000 -
Sk
1 #
] #
1
20000 -
65 amp hrs/day
4
10000 - 75.6 amp hrs/day
0
7[[Y|I'llI'rTl7|‘r]llI]Tl|l1l‘T‘llr1T"|]||rI|l|ﬁ
30NOV8Y 10MARES 18JUNES 26SEPBS QY JANBS 1UAPRSBE

DAYS OF THE YEAR

RS OF APRIL 4,

- 48 -

1986



2000 -

13800 4

1800 ~

1700 4

1600 ~

1500 -

[E

=

O

(en]
1

1300 +

1200 ~

1100 4

1000 -

800 4

WATER PUMPED (M3) & RUN-TIME (HOURS)

700 -

600

500 +

400 1

FIGURE 6-5

DONGUILA DATA

WRJER PUMPING DATA
M2 , HRS VS. DATE

3.1 hrs/day

&

2.8 hrs/day cff

2.3 M3 /day

4.2 hrs/day

W
w
=

/day

| L N L L IA|T1|Il‘[xl‘74AIT‘T.]rI.ITllx»l

3CNCvEY 10MARES 18JUNBS 2CSEPES CYURNEG 1LAPRBG .

DRAYS OF THE YEAR

STAR: VOLUME (OF WATER PUMPED
OIRMCNT: HOURS (OF PUMP QOPERRTICN
AS CF AFRIL 4, 1886

- 49 -




1600

1500 4

1400 ~

1300 -

1200

1100 ~

100G 4

500 A

700 5

500 A

FIGURE 6~6

DONGUILA DATA

WATER PUMPING DATA
M3 WRTER VS. ARRAY RAMPERE HOURS

.037 43 /amp hr

.04 8 M3 /amp hr

T

T T T

10000

T

T

; T
20060 30600

RMPERE HRS ARRAY

RS COF RAFRIL

- 50 -

L, 1986




FIGURE 6-7

DONGUILA DATA

3 WATER PUMPING DRTA

M> WATER VS. PUMP OGP TIME (HOURS)
1600 4
1500 -
1.24 M3 /hr
1400 -
1300 -
1200 -
1100 4
1000 -

500 4 0.83 M3 /hr

860 - #

ODOMUVXC VB IDIMADI moa mMmMxcra<g

M3 700 A

()]

o

(@]
1

0.81 M3/hr

500 ~

4C3

TT'Y['"'ﬁ*ﬁ‘r"]""']""71""'1'7177‘] -
700.00 885.71 1071.43 1257.14 1ud2.86 1£28.57 1814.23 2000.00

PUMP CPERATION TIME

AS CF APRIL 4, 19E5

- 5] -




TMHA4DE Tt MICc Q<

OomouxXCcC v

=
“ )

(

1600 -

1500 +

1400 1

1300 4

1200

1100 A

1300 -

SCQO

92}

(@]

w
O

w

(e8]

(@]

FIGURE 6-8

DONGUILA DATA

WATER PUMPING DATA

M3 WRATER VS. INSOLATION KW-HR

0.65 M3 /KW-HR

0.56 M> /KW-HR

Kk HR

RS OF APRIL 4, 1825

- 52 -

2



6.1.3 Nyali Water System

The Nyali water system operated without a system failure from January 1985 throuach
February 1986, but had either an instrumentation failure or a data collection error
during April and May of 1985. For undetermined reasons, the water pump ampere-hour
data rose rapidly during the period 25 March to 27 May 1985. 1Insolation data was
not taken during this period, but the cumulative readings showed the same effect
(see paragraph 6.2.3).

Data collection was incomplete from August 1985 to January 1986, thereby providing
only a partial description of the system's performance. During the year, the flow
rates of cubic meters of water pumped per array output and irradiation (kW-hr/ml)
were constant at 0.11 and 0.55, respectively. Cubic meters of water pumped per
run-time hour ranged from 0.29 to 0.59 with the yearly average being 0.44 (yearly
average = FIT-FAT/number of days). Some of the indicated variance is due to the
effect of sand from the well accumulating in the water meter. During the FIT
visit, the water meter was found to be non-functional due to a sand buildup. The
water meter was disassembled and cleaned.

FAT, operational, and FIT data have the same flow rates for cubic meters of water
pumped per actual array ampere-hour, but have different flow rates for cubic meters
of water pumped per kW-hr and cubic meters per pump run-time hour. These various
rates show different pump performance levels that could be attributed to changing
well characteristics or pump characteristics. Operational Array Capacity Utiliza-
tion of 44 percent indicates that the pump system was not utilized to its full
potential. FAT Array Capacity Utilization of 92 percent versus an operational
Array Capacity Utilization of 44 percent support the possibility of changing well
or water meter characteristics.

Comparing design parameters to performance data show that the daily, FAT and FIT,
data and design parameters have comparable volume of water pumped per enerqgy
(kW-hr) rates.

Table 6-3 lists performance data for the Nyali water system. Figure 6-9 shows
cumulative water pumped, and graphs volume of water pumped, and pump run-time over
the 16-month period. Figure 6-10 graphs array AH versus time; Fiaure 6-11 shows
array AH versus volume of water pumped; and Figure 6-12 graphs insolation versus
volume of water pumped. Figure 6-13 graphs pump run-time versus volume of water
pumped.

Operational data shows little comparison to design parameters, mostly caused by the
villagers not utilizing the system to its capacity, and possible problems with the
accuracy of the water meter. A missionary in the village reported that the operator
shut off the system at times to stop what he considered excessive water use by

birck makers.
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Table

Insolation
(kW-HR/M2)

Potential Array Output
(amp-hours/day)

Actual Array Output
(amp-hours/day)

Array Capacity Utilizati
(percent)

M3/day

Run-time/day (hours/day)
Insolation M3/kW-HR/M2
M3 /Hour

M3/Ampere-HR

FI=Failed Instrument
ID=Insufficent Data
NA=Not Applicable

Note:
daily readings.

6-3.

on

Nyali Water System Performance Data

Final ) Final
Acceptance Operational Inspection
Design Data (FAT) Data Data (FIT)
Parameters 2/4/85 Low-High 2/25/86
4,16 3.34 4.68 2.1
57 46 65 29
NA 42.2 28.6 23.5
NA 92 44 81
5.4 4.9 2.67 2.3
NA 2.9 4.8-8.4 4.7
1.3 1.47 0.55 1.10
NA 1.69 0.29-0.56 0.49
NA 0.12 0.10 0.10
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6.1.4 Onguia Water System

The Onguia water system had various problems during its first year of operation:
the pump motor failed in late 1985, the run-time meter did not operate, the water
meter malfunctioned in July 1985, and the data collection was sparse throughout the
year. The pump motor and the meters were replaced during the FIT visit, but the
sparse data give an incomplete indication of the system's performance. When operat
ing, the system supplied all the water required by the village. The villagers

have objected to the metallic taste of the water, but this is characteristic of

the ground water in the area.

FAT and the limited yearly data show some correlation, but have discrepancies in
volume of water pumped versus insolation, and in volume of water pumped versus
ampere-hour. These rates should remain constant unless the system performance
changes; therefore, the system performance appears to have changed for an unexplain-
able reason. On February 21, 1986, the pump motor was replaced and instantaneous
readings taken on the FAT and FIT visits show that the pump operation is roughly
the same.

Comparing the design objectives to the system performance data shows that the system
was not utilized as designed.

During the FAT, it was noticed that three of the modules had been broken by village
children throwing rocks down on the array. These were not replaced until the FIT,
because MERH wanted to observe the performance degradation of damaged modules.
There was essentially no detectable degradation. The FIT measurements were taken
after replacement of the modules.

Table 6-4 1ists performance data for the Onguia water pump system. Figures 6-14

through 6-17 graph insolation, array current, volume of water pumped, and pump run-
time for the system over the reporting period.
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Table 6-

Insolation
(KW-HR/M2)

Potential Array Output
(amp-hours/day)

Actual Array Output
(amp-hours/day)

Array Capacity Utilization
(percent)

M3 /day

Run-time/day (hours/day)
M3 /kW-HR /M2

M3 /Hour

M3/Ampere-HR

FI=Failed Instrument
ID=Insufficent Data
NA=Not Applicable

Note: FAT & FIT pump performance data presented are

daily readings.

4. Onguia Water System Performance Data

Final Final
Acceptance Test Operational Inspection Test
Design Data (FAT) Data Data (FIT)
Parameters 1/28/85 Low-High 2/22/86
4,16 3.3 4-6.1 4.2
115 91 168 116
NA 54.9 42.2 109
NA 60 25 94
8.5 5.8 6.67 1D
NA FI F1 FI
2.0 1.97 1.33 ID
NA 1.72 MA 1.84
NA 0.11 0.16 0.10
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6.2 Dispensaries

6.2.1 Bolossoville Dispensary System

During the first year of operation, the refrigerator was removed from service some-
time in June 1985 due to continuous compressor operation and moved to Libreville.
It was repaired by Solavolt during the FIT. The compressor electronic control
module had failed in such a manner that the condenser fan did not operate. Without
the condenser fan operating, the compressor operated continuously due to very poor
heat removal from the condenser.

After the electronic control module was replaced, it was discovered that the com-
pressor would not operate due to corrosion on the terminals of a circuit breaker
that protects the refrigerator from reverse voltage. The corrosion was removed
and the refrigerator operated properly.

Two failures within the instrumentation have limited the available data. Both the
compressor run-time meter and the refrigerator ampere-hour meter failed late in
the year.

The change in total system ampere-hour consumption of 27.4 ampere-hours per day
before and after June 25, 1985 reflects R/F shutdown due to the problems noted
above.

Refrigerator temperature data shows that the refrigerator maintained proper tem-
peratures when operating. Transporting the refrigerator to and from Libreville
caused failure of the freezer temperature probe. This was not repaired, since the
estimated delivery time for parts exceeded the contract period.

It is difficult to compare the FAT and FIT data to the operational data, hecause
the refrigerator was not cycling properly during the FAT and FIT visits. Prior to
the FAT, the refrigerator had operated continuously, and had reached very low
temperatures due to instrumentation cable wiring errors during installation. The
refrigerator was still warming up during the FAT visit. During the FIT visit, the
refrigerator had just been returned to the village and was still cooling down at
the time the FIT team left Bolossoville. During the period that the refrigerator
was operating normally, the operational data was consistant with the design para-
meters.

Use of the dispensary lights and fan was less than anticipated during the year,
which was similar with the experience in the other villages.

Data analysis for the period during which the refrigerator operated properly shows
that the PV array capacity utilization for the period was 25.5 percent, indicating
a sufficient system design and under-utilization of the system.

Table 6-5 1lists various performance data for the Bolossoville dispensary. Figures

6-18 through 6-20 graph array and load performance factors for the Bolossoville
refrigerator system.
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Table 6-5. Bolossoville Dispensary System Performance Data

Final Final
Acceptance Test Operational Inspection Test
Design Data (FAT) Data Data (FIT)
Parameters 2/3/85 Low-High 2/19/86

Insolation 4.16 4.1 3.5-4.4 FI
(kW-HR/M2)
Potential Array Output 153 151 129-162 FI
(amp-hours/day)
Actual Array Output 113.2 73.9 17.7-41.3 26.3
(amp-hours/day)
Array Capacity Utilization 73.8 48.9 17.7-41.3 FI
(percent)
Total Load 113.2 25.9 14.7-37.3 27.9
(amp-hours/day)
Refrigerator Load 40 Note 1 27.3 Note 2
(amp-hours/day)
Other Loads 73.2 25.8 14.4 Note 2
(amp-hours/day)
R/F Run-time (hours/day) 6.6 Note 1 6.62 Note 2
Fan Run-time (hours/day) 4 F1 FI Note 2
Ambient Temperature (C) 30 28.5 18/37 Note 2
Refrigerator Temperature 0/8 -6.5 0/12 Note 2
Freezer Temperature -5/-10 -22 -1/-30 Note 2

FI=Failed Instrument

Note 1: Due to an installation wiring error, the R/F compressor had operated con-
tinuously for two weeks prior to the FAT visit. The unit was still warming
up during the FAT visit and did not need to operate.

Note 2: Cooling down
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6.2.2 Donguila Dispensary System

The Donguila dispensary system had various problems throughout its first year of
operation. The instrumentation cable for the refrigerator and fan was shorted by
rats chewing through the insulation. Shorting the cable, in turn, caused the fail-
ure of a transistor on the thermostat card which resulted in continuous compressor
operation. As can be seen from the refrigerator temperature performance graph
(Figure 6-23), the continuous compressor operation drove the R/F compartment
temperature well below specifications. From the refrigerator performance graph
(Figure 6-22), continuous compressor operation started approximately 19/5/85.
During the period from 19/5/85 through 17/2/86, the refrigerator consumed roughly
twice as many ampere-hours as predicted in the design.

Other system problems consisted of a failed load shed disconnect, battery charge
regulator, and fan timer switch. During the FIT visit, all of these problems were
corrected, and the system was returned to normal operation.

Data collection was fairly consistent throughout the year, but system malfunctions
hampered analysis. FAT data for the array, load, and refrigerator ampere-hour
figures correlated to the low operational data figures. The FIT data does not
correlate with either the FAT or operational data. Data recorded from 2 January
1985 to 30 March 1985 showed the refrigerator consuming most of the array and load
ampere-hours. Also during this period, the refrigerator run-time was 5.9 hours

per day, 82 percent of the design value. By comparing design data to data recorded
before the instrumentation short, it can be surmised that the dispensary's lights
and ventilator were not being utilized as much as planned.

Table 6-6 shows performance data for the Donguila dispensary system. Figures 6-21

through 6-23 chart electrical performance, current consumption, and temperature of
the Donguila refrigerator subsystem.

- 71 -




Table €6-6.

Insolation
(kW-HR/M2)

Potential Array Output
(amp-hours/day)

Actual Array Output
(amp-hours/day)

Array Capacity Utilization

(percent)

Total Load
(amp-hours/day)

Refrigerator Load
(amp-hours/day)

Other Loads
(amp-hours/day)

R/F Run-time (hours/day)
Fan Run-time (hours/day)
Ambient Temperature (C)

Refrigerator Temperature

Freezer Temperature

FI=Failed Instrument

Donguila Dispensary System Performance Data

Final Final
Acceptance Test Operational Inspection Test
Design Data (FAT) Data Data (FIT)
Parameters 1/18/85 Low-High 2/17/86
4,16 6.8 4.4-5.1 5.8
153 250 162-188 213
113.2 33.7 33.9-71.5 44.9
73.8 14 21-38 21
113.2 31 33.3-101.5 70.6
40 29.4 29.7-95 66.8
73.2 1.6 1.1-6.5 3.8
6.6 24 5.9-21.7 FI
4 5.8 0.5-FI FI
30 37 24/34 35
0/8 8.5 5/-10 14
-5/-10 1 -4/-21 10
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6.2.3 Nyali Dispensary System

The Nyali dispensary system functioned with only minor problems during its first
year of operation. The maintenance performed during the FIT visit consisted of
repairing a load ampere-hour meter and the insolometer, adjusting system-protection
voltages, and replacing a timer switch with a conventional switch., Data collected
throughout the year was mostly complete from January through July 1985, but was
inconsistent from August 1985 to January 1986. The Nyali school system was not
installed, because the school was deemed an unsuitable structure by the MERH. The
insolometer for Nyali was therefore, installed on the dispensary PV system and

the insolometer recorder replaced the refrigerator amp-hour meter in the instrumen-
tation enclosure. This modification was made because insolation data was deemed
more important than the refrigerator data.

The refrigerator temperature data (Figure 6-26) indicates that the refrigerator
operated within proper temperature ranges.

Several operational parameters differ from the design objectives in a way that
indicates that the system was not utilized to the extent to which it was designed.
The refrigerator temperatures and R/F run-time were consistently within design
parameters, Teading to the conclusion that the lights and fan were not used to
their design potential. The measured load was 44 percent of the design load; and
based on the insolation measurements, the array capacity utilization was 33 percent.

This also indicates that they system was not utilized to its full potential.

It was separately reported by an American missionary who lives in the village that
the Tights in the dispensary were kept on all night for the first part of the year.

Table 6-7 shows performance data for the Nyali dispensary. Fiaures 6-24 through

6-26 chart relevant system performance parameters for the Nyali refrigerator/freezer
system.
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Table 6-7. Nyali Dispensary System Performance Data

Insolation
(kW-HR/M2)

Potential Array Output
(amp-hours /day)

Array (amp-hours/day)

Array Utilization
(percent)

Load (amp-hours/day)

R/F Run-time (hours/day)
Fan Run-time (hours/day)
Ambient Temperature (°C)

Refrigerator Temperature
(°C)

Freezer Temperature (°C)

FI=Failed Instrument
NA=Not Applicable

Final Final
Acceptance Test Operational Inspection Test
Design Data (FAT) Data Data (FIT)
Parameters 1/18/85 Low-High 2/17/86

4.16 3.34 4.68 2.1
153 123 172 77
113.2 48.8 56.6 23.7
73.8 40 33 31
113.2 43.9 55.2 FI
6.6 0.55 6.7 FI
4 5.26 FI FI
30 28.5 25 NA
0/8 2 4 NA
-5/-10 -8 -5 NA
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6.2.4 Onguia Dispensary

The Onguia dispensary was not staffed during the year between the FAT and FIT
visits. Data collection was, therefore, scattered and does not allow a good
evaluation of the system's performance. At the FIT visit, the refrigerator was
not functioning and was found to have a failed compressor electronic module.
Other problems with the system included a malfunctioned fan, run-time meter and a
fluorescent light fixture. From the little data collected, the system appears to
have otherwise functioned properly.

The FAT and yearly data show two different modes of operation for the system.
During the day the FAT data was collected, the refrigerator was in a pull-down
mode as can be seen by the large consumption of load ampere-hours, refrigerator
ampere-hours, and that the R/F temperatures had not yet reached the normal operat-
ing ranges.

Comparing design objectives to performance data shows that the system was working
at its maximum during the FAT data-collecting period and operated at less than the
expected load during the year.

Table 6-8 shows performance data for the Onguia dispensary. Figures 6-27 through

6-29 chart array/load performance, refrigerator/freezer performance, and refriger-
ator/freezer temperature, respectively.
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Table 6-8. Onguia Dispensary Performance Data

Final Final
Acceptance Test Yearly Inspection Test
Design Data (FAT) Data Data (FIT)
Parameters 1/27/85 Low-High 2/22/86
Insolation 4.16 3.3 4-6.1 ID
(kW-HR/M2)
Potential Array Output 153 121 146-225 NA
(amp-hours/day)
Actual Array Output 113.2 94.8 54.8-104.3 ID
(amp-hours/day)
Array Capacity Utilization 73.8 78 37-46 NA
(percent)
Tetal Load 113.2 118.6 39.2-103.1 ID
{>rmp-hours/day)
‘>frigerator Load 40 81.2 23.9-27.1 1D
(amp-hours/day)
Other Loads 73.2 37.4 15.3-76 ID
(amp-hours/day)
R/F Run-time (hours/day) 6.6 23.7 1.7-7.9 ID
Fan Run-time (hours/day) 4 1.8 IF IF
Ambient Temperature (C) 30 34 26 ID
Refrigerator Temperature 0/8 17 3 ID
Freezer Temperature -5/-10 7.6 -4 ID

IF=Instrument Failure
ID=Insufficient Data
NA=Not Applicable
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6.3 §ghools

6.3.1 Bolossoville School

The Bolossoville school had some fluorescent 1ight problems durina the

first year of operation and required only routine maintenance during the FIT visit.
Several of the fluorescent light ballasts failed during the year, but no specific
record was kept. Data collection throughout the year allowed a good evaluation of
the system's performance. In September, 1985, the insolometer had problems with
potentiometer was found to be open circuit during the February 1986 visit and was

repaired. Later data sent to Solavolt by MFRH indicates that proper operator was
restored.

FAT, yearly, and FIT data compare closely with FAT being on the low side of the
yearly data and FIT data near the average values of the yearly data. The ampere-
hours versus day graph (Figure 6-30) is representative of how the array output and
load consumption can vary throughtout the year, being greatly dependent on the

system usage. The graph of irradiance versus day (Figure 6-31) shows the irradiance
was random throughout the year.

When comparing performance data (Table 6-4) to design objectives, the overestimate
by the system design states that the system was not utilized as expected. Array
utilization percentages also show that the system has a greater potential for use.
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Table 6-9. Bolossoville School Performance Data

Final Final
Acceptance Test Operational Inspection Test
Design Data (FAT) Data Data (FIT)
Parameters 2/03/85 Low-High 2/19/86

Insolation 4.16 4.1 3.5 4.4 IF
(KW-HR/MZ)
Potential Array Output 77 75 64-81 NA
(amp-hours/day)
Array (amp-hours/day) 62 4.78 ' 6.9-38.5 18.4
Array Utilization 81 7 11-48 NA
(percent)
Load (amp-hours/day) . 62 0.17 4,7-26.2 6.22

IF=Instrument Failure
NA=Not Applicable
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6.3.2 Donguila School

The PV system for the Donguila school has operated properly for the 18 months that
it has been installed. There have been no problems in operating the lights, and
television. During the FIT visit the VCR was found to be inoperative due to a tape
jam. the VCR was repaired by CECA GADIS and returned to the village. All data
indicates that the system is under-utilized.

It was reported in May, 1985, that the alarm was sounding, but none of the data
indicates either a low or high voltage condition. During the FIT inspection, it
was discovered that one of the voltage regulators had failed in a non-charging
mode. It was replaced with a spare.

The school supervisor has been suggesting that two additional lights should be
added to classrooms in an adjacent buildng and to the boy's dormitory over the
classrooms in the main school building. The data indicates that there is adequate
energy to support at least some additional loads.

Table 6-10 shows various performance data for the Donguila school system. Tables
6-32 and 6-33 graph array/load performance and site insolation, respectively.
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Table 6-10. Donguila School Performance Data

Final Final
Acceptance Test Operational Inspection Test
Design Data (FAT) Data Data (FIT)

Parameters 1/18/85 Low-High 2/17/86
Insolation 4,16 4,78 4,4-5,1 5.73
(KW-HR/M2)
Potential Array Output 134 154 142-164 184,57
(amp-hours/day)
Array (amp-hours/day) 84 70.8 22.1-74.4 39.6
Array Utilization 63 46 15.6-45.4 21.5
(percent)
Load (amp-hours/day) 84 117 10.1-69.4 50
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6.3.3 Nyali School

This system has not been installed, because of Education Ministry plans to construct
a new school.
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6.3.4 Onguia School

The Onguia school system operated without failure, and only required the replacing
of two lamps (bulbs) during its first year of operation. Data collection for the
system was poor, but allowed some analysis.

FAT and FIT data show a greater system performance than the yearly data. This can
be attributed to the difference between daily readings, FAT, and FIT data, and the
average readings for yearly data. The FAT data has a large discrepancy in the
array ampere-hours and load ampere-hours (Figure 6-34) which can be interpreted as
the initial system charging of the batteries.

Design objectives are greater than system performance data indicating that the
system was not used to jts full design potential. Array utilization factors range
from a low of 15 percent in the yearly data to a high of 75 percent for the FAT
data, with the 75 percent being greater than the design objectives. The insolation
versus date graph (Figure 6-35) has a daily reading of six kilowatt-hours per square
meter which is higher than the estimated values used for the design objectives (see
paragraph 4.1.6.4).

Table 6-11 lists performance data parameters for the Onguia school system.
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Table 6-11. Onguia School Performance Data
Final Final
Acceptance Test Operational Inspection Test
Design Data (FAT) Data Data (FIT)
Parameters 1/27/85 Low-High 2/22/86
Insolation 4,16 3.3 4-6.1 4.2
(kW-HR/M2)
Potential Array Output 134 106 128-196 135
(amp-hours/day)
Array (amp-hours/day) 84 79.7 30.1-61.5 71.5
Array Utilization 63 75 15-48 53
(percent)
Load (amp-hours/day) 84 88.1 24,9-56.3 38.5
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6.4 Village Lighting Systems

6.4.1 Bolossoville Light System

The Bolossoville 1ight system operated without a system failure during the initial
year of operation, except for the period from July 22 to December 13, 1985, when
the system had a failed lamp (Figure 6-36). Data collection was sufficient for a
system performance evaluation.

The 1.2 load ampere-hours per day during the period with the failed lamp is typical
for the time/ballast circuit operating with a failed lamp and instrumentation power,

FAT, yearly, and FIT data correlated very closely, except during periods of 1amp
failure. Lignt operation time versus date graph (Figure 6-37) reveals that the
run-time schedule of four hours per day was consistent throughout the year. During
the FIT visit, the 1ight run-time was changed to six hours per day.

Design objectives, when compared to performance data (Table 6-12), show that the
system operated to its design potential, except when the lamp failed and was not
replaced.
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Table 6-12.

Insolation
(kW-HR/MZ)

Potential Array Output
(amp-hours/day)

Array (amp-hours/day)

Array Utilization
(percent)

Load (amp-hours/day)

Run-time (hours)

IF=Instrument Failure
NA=Not Applicable

Bolossoville Light System Performance Data

Final Final
Acceptance Test Operational Inspection Test
Design Data (FAT) Data Data (FIT)
Parameters 2/03/85 Low-High 2/19/86
4.16 4,1 3.5-4.4 IF
19 19 16-20 MA
15 15.3 306“1309 1105
79 80 23-70 NA
15 11.1 1.2-10.3 8.1
4 5.1 4 3.9
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6.4.2 Donguila Light System

The Donguila village light system performed poorly during the operational period.
Several verbal reports were received that the Tight was not operating the required
number of hours and the alarm was often on. Several visits by the Ceca Gadis
technician did not resolve the problem. A complete check-out during the Final
Inspection Test visit in February 1986 determined that one of the batteries had
developed a shorted cell. The shorted cell also affected the paralleled second
battery. After replacement of the two batteries by spare batteries, the system
operated properly and was reset for six hours per night operation.

Table 6-13 lists performance data for the Donguila light system. Figures 6-38 and
6-39 graph array/load performance and light run-time, respectively, for the system.
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Table 6-13.

Insolation
(kW-HR/M2)

Potential Array Output
(amp-hours/day)

Array (amp-hours/day)

Array Utilization
(percent)

Load (amp-hours/day)

Run-time (hours)

*Changed to 6 hours

Donguila Light System Performance Data

Final Final
Acceptance Operational Inspection
Design Data (FAT) Data Data (FIT)
Parameters 1/18/85 Low-High 2/17/86
4.16 4.78 404"5.1 5.73
19 21.8 20-23.3 26.1
15 14.5 6.4 1D
79 66 27.5-32 ID
15 10.9 3.3 15.6
4 4 3.76 6*
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6.4.3 Nyali Light System

The Nyali light system operated without incident during the first year of operation
and required only minimal maintenance during the FIT visit. Data collection
throughout the year yielded a thorough evaluation of the system's performance.

There is no reported explanation for the data gap from 5 August 1985 to 20 September
1985, just a short note from the operator that he had returned on 20 September 1985.
Apparently the 1ight was shut-off for most of this period, or the lamp bulb had
failed. The voltage was recorded only as integers by this operator, but did not
indicate any problems.

Operational and FIT data compared closely with run-times being four hours per day,
and total load consumption at an average of 10.5 ampere-hours per day. The FAT
data has a load consumption greater than the array production, indicating a draw
on the system batteries. However, opeation during the year indicated sufficient
array capacity to extend light run-time to six hours per day. Therefore, during
the FIT visit, the light run-time was reset to six hours per day.

Table 6-14 shows performance data parameters for the Nyali light system. Figures

6-41 and 6-42 graph array/load performance and light run-time, respectively, for
the Nyali light system.
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Table 6-14,

Insolation
(kW-HR/M2)

Potential Array Output
(amp-hours/day)

Array (amp-hours/day)

Array Utilization
(percent)

Load (amp-hours/day)

Run-time (hours)

Nyali Light System Performance Data

Final Final
Acceptance Operational Inspection
Design Data (FAT) Data Data (FIT)
Parameters 1/23/85 Low-High 2/25/86
4.16 3.34 4.68 2.1
19 15 22 10
15 7.6 13.2 12.1
79 48 60 121
15 15.9 10.6 10.4
4 6 4 3.9
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6.4.4 Onguia Light System

Data collection for the Onguia light system was intermittent throughout the year
which led to an insufficient evaluation of the system's performance. The battery
subsystem was plagued with loose connections on the jumper cables, on the battery
connections, and on all circuit breakers. These, along with incorrect wiring of a
battery charger regulator, compromised the system performance and led to the failure
of the one connected battery. The problems with the system were corrected, and

the system was left in operation with one battery at the completion of the FIT visit.

The array monitor with the ampere-hour meter failed in shipping and was removed

for repair during the FAT visit. It was not replaced for several months and was

the primary cause of insufficient data on the system's operation. Design objectives
correlated poorly with operational data which resulted from sparse data collection.

This village light was left operating four hours per night because of heavy dirt
accumulation on the array and there being only one battery available.

Table 6-15 shows performance data parameters for the Onguila light system. Figures
6-42 and 6-43 graph array/load performance and light run-time, respectively.

- 110 -




Table 6-15.

Insolation
(kW-HR/M2)

Potential Array Output
(amp-hours /day)

Array (amp-hours/day)

Array Utilization
(percent)

Load (amp-hours/day)

Run-time (hours)

IF=Instrument Failure

Onguia Light System Performance Data

Final Final
Acceptance Operational Inspection
Design Data (FAT) Data Data (FIT)
Parameters 1/27/85 Low-High 2/22/86
4-16 3.3 4-601 4.2
19 15 18-28 19
15 IF 7.3-21.2 12.1
79 N.A. 40-76 64
15 IF 5.1-11.7 10.4
4 4 1.2-3.8 4
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6.5 Bolossoville Community Center

During its first year of operation, the Bolossoville community center required the
replacement of a battery charge regulator and adjustment of the VCR power input,
Several of the fluorescent 1light ballasts failed during the year and were replaced.
These replacements were not noted in the equipment log book. Data collected
throughout the year gave a good description of the system's performance.

FAT and FIT data have greater total system ampere-hour consumption than the yearly
data. There are numerous occasions when the daily data, FAT, and FIT, are greater
than the design objectives as can be seen in the array ampere-hour versus day graph
(Figure 6-44). This represents different system usage patterns of the villages;
apparently the building is not in constant use by the villagers. The failed fluor-
escent Tight ballasts could also have caused low power consumption (Figure 6-45).

Comparing design parameters to performance data (Table 6-16) shows that the system

was not utilized to the extent assumed for in the system design. This is also
evident from the array utilization data.
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Table 6-16. Bolossoville Community Center Performance Data

Final Final
Acceptance Yearly Inspection
Design Data (FAT) Data Data (FIT)
Parameters 2/04/85 Low-High 2/18/86
Insolation 4.16 4.1 3.5-4.4 IF
(KW-HR/M2)
Potential Array Output 134 132 113-142 N.A.
(amp-hours/day)
Array (amp-hours/day) 74 35.4 5.6-11.3 29.5
Array Utilization 55 27 5-8 N.A.
(percent)
Load (amp-hours/day) 74 13.4 2.1-7.8 24

IF=Instrument Failure
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UNITS = KW-Hr/d

6.6 Monthly Insolation Summary

Bolossoville Average Donguila Average

Nyali Average

Onguia Average

Month/Year Days of[Insolation Days of|Insolation Days of[Insolation Days of|Insolation
Data Units Data Units Data Units Data Units
JAN/85 NO  DATA NO DATA 5] 3.69 2 | 5.77
FEB/85 3| 5.60 7] 4.5 28 | 4.94 27 | 5.49
MAR/85 31 | 4.94 NO  DATA 30 | 5.64 NO DATA
APR/85 30 | 5.03 NO DATA 12 | 3.37 NO  DATA
MAY /85 31 | 4.63 19 | 5.30 28 | 4.47 NO DATA
JUN/85 30 | 4.17 29 | 4.07 26 | 4.51 NO  DATA
JUL/85 31 | 3.56 25 | 4.19 30 | 4.32 NO DATA
AUG/85 31 | 4.22 19 | 5.02 8 | 4.51 NO DATA
SEP/85 NO DATA 16 | 4.52 31| 4.12 NO DATA
0CT/85 NO DATA 13 | 5.71 21 | 4.63 NO  DATA
NOV /85 NO DATA 24 | 5.28 NO  DATA NO DATA
DEC/85 25 | 3.23 16 | 4.69 NO  DATA NO DATA
JAN/86 28 | 3.70 24 | 5.33 9 | 4.59 NO  DATA
FEB/86 NO | DATA 16 | 5.2 24 | 4,52 2 |1 6.02
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Section 7. MANUALS

Solavolt supplied User/Operator and Maintenance/Repair manuals for each type of
system. There are a total of nine different manuals each in English and French.
Each of the five types of systems has its own User/Operator manual but it was
decided that a separate Maintenance/ Repair manual for the Bolossoville community
center was not necessary as the school system Maintenance/Repair manual contained
the same information.

7.1 User/Operator Manuals

The User/Operator manuals were produced in a 8 1/2 inch by 11 inch format with two
sided printing and plastic binding. Simple graphics were used on the cover to
illustrate the system components and required data collection. The layout of
instrument panels, data recording sheets and the manual were coordinated with the
actual instrument panels for ease of data collection. The User/Operator manual
uses a system of large circled numbers on a picture of the instrument panel to
identify where to read each of the required parameters. The same numbers are
repeated on the data forms and the actual instrument panels.

A binding machine was provided to MERH to facilitate changes or additions to the
user manuals in Gabon.

Production of the manuals was accomplished by a group of professional manual writers
in the Government Electronics Group of Motorola, Inc. Motorola is one of the
parent companies of Solavolt.

During the preparation of both the manuals and training materials, Solavolt received
invaluable assistance from Dr. Allen Roberts of the University of Michigan and Mr.
Anthony Ratajczak of NASA/LeRC. Dr. Roberts and Mr. Ratajczak provided both care-
ful review and valuable contributions over the several iterations between prelimin-
ary outline and final text stages of the documentation.

As an example of the content of the manuals, Appendix D contains the index to the
dispensary User/Operator manual.

7.2 Maintenance/Repair Manuals

The Maintenance/Repair manuals were produced in an 11 by 17 inch single sided format.
This approach was used because of the inclusion of many large drawings and the
prior experience that often folded paper easily tears in a tropic environment.

The Maintenance/Repair manuals repeat some of the text of the User/Operator manuals
pertaining to how the system operates. Substantial effort was spent on developing
and explaining easy to follow troubleshooting trees. For each type of system,

the Maintenance/Repair manuals contain representative site plans, wiring diagrams,
schematics and other drawings that may be required for proper maintenance and
repair. These manuals also contain lists of all spare parts, tools, replacement
parts and supplies that may be required for the system. Manufacturers data on

all equipment is included in these manuals. For some of the equipment, a French
language version of the manufacturers' data was available and was included in the
French version of the manual. Appendix E contains the index of the dispensary
Maintenance/Repair manual and an example of the troubleshooting charts,
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Section 8. TRAINING

Solavolt prepared, in accordance with approved outlines, training programs and
materials necessary to train in-country personnel in the use, operation, mainten-
ance, troubleshooting, and repair of each type of system. These training materials
and training programs were to incorporate the user manuals, appropriate visual

aids and/or models, and were prepared for presentation in both English and French.

The training program was designed to prepare the users to assume complete
responsibility for continued successful and safe operation of the Systems.

The major elements of the training program as developed are teacher's auides to
each of the manuals and a training aid/demonstrator system to be used in training.
A11 training material had been translated into French.

The training materials were developed with the help of Dr. Allen Roberts, an anthro-
pologist, who has visited the villages and studied the people. There are three
major groups that required training:

Installers
Users
Maintenance/Repair Personnel.

Solavolt used on-the-job training and French language drawings to train the instai-
lers during the installation of the systems in Donguila. Ceca Gadis, the subcon-
tractor to Solavolt for installation, had the responsibility for training the

users and maintenance/repair personnel using the materials supplied. MERH had the
responsibitlity of identifying and providing for training the personnel who would
operate and maintain/repair each system and for scheduling the training.

The training aid consists of a table-top photovoltaic system which contains a
10-watt module, a small battery, a voltage regulator, an ammeter, a voltmeter and
the necessary connections. The training material also includes large-size repr-
oductions of the data sheets for classroom use and a large simulated panel meter
for teaching system operators how to read analog instruments.

No formal training sessions were held due to administrative problems and schedule
conflicts. The training materials have been turned over to S.E.E.G. for training
center. As of the date of this report plans were being made by MERH and S.E.E.G.
to install the system originally intended for the Nijali school at the S.E.E.G.
training center and use it for instructional purposes.
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ORIGINAL FAGE I3
OF POOR QUALITY

9.0 PERFORMANCE SUMMARY AND RECOMMEMNDATIONS:
9.1 Systems Performance Summaries
9.1.1 PERCENT PHOTOVOLTAIC POWER SYSTEM AVAILABILITY
VILLAGE COMMUNITY
VILLAGE PUMP SYSTEM  DISPENSARY SYSTEM SCHOOL SYSTEM  LIGHT SYS. CENTER SYS.
(1)
DONGUILA 100 100 100 20 to 50 N/A
Not
NYALI 100 100 Installed 100 N/A
(2)
ONGUIA 100 100 100 50 to 60 N/A
BOLOSSOVILLE 100 100 100 100 100

N/A = Not Applicable

(
{

1
2

) Battery problem, instrument failure.
) Based on total number of runtime hours during
first year.

Performance l1imited by battery failure.

9.1.2 MAJOR PROBLEM AREAS
VILLAGE
VILLAGE PUMP SYSTEM DISPENSARY SYSTEM SCHOOL SYSTEM LIGHT SYSTEM CENTER SYS
Excessive 0 Watt fluorecent Jamps| 30 Watt fluorecent iamps Battery
DONGUILA Water Refrigerator wiring TV voltaage reaulator Darkness N/A
Consumption voltage Regulator Sensor
30 Watt fluorecent lamps
NYALI Water Meter Refrigerator wiring Not Installed N/A
Voltage Regulator
A0 Watt fluorecent 1amps] 30 Watt fluorecent Tamps |Battery Connector
ONGUIA Pump Motor Yoltage Regulator Array Monitor N/A
Refrigerator ECM Darkness Sensor
A0 Watt fluorecent lamps| 40 ¥Watt fluorecent Tamps 40 Watt fluore-
BOLOSSOVILLE Pump Motor Voltage Regulator Voltage Regulator Lamps cent lamps
Refrigerator ECM TV
9.2 Recommendations
9.2.1 Design:

9.2.1.1 Array structure:

The present structure proved to be satisfactory in that it provides for an

integrated power system installation.

a flat concrete pad would be more desirable.
should be precut as a minimum, and possibly have the panels for the array
factory assembled.

- 122 -

A package design that does not require
A1l the wiring for the modules



9.2.1.2 Pumping Systems:

The annual insolation profile in Gabon and the ground water supply in

two of the villages presented a design problem for batterless pump systems.
First, there are two extended dry seasons in Gabon that are characterized by
almost total overcast and two Wet seasons that are characterized by periods
ranging from overcast to full sun. Secondly, the well in Bolossoville

had a very low yield. This necessitated a PV system design which would allow
the pump to 1ift the maximum amount of water for the maximum amount of time
each day in order to provide the required amount of water for the villagers.

A PV system designed to produce adequate water during the consecutive
overcast days of the dry season provides too much power under clear sky
conditions, and very high power during short periods with bright clouds.
Such array high outputs can damage some pump motors used with batteryless
pump systems. Such was the case in Gabon. The only practical solution
to this situation is to install a simple and reliable current limiting
device in the array control subsystem. Such device can most easily take
the form of an array output controlled switch or switches that disconnect
and reconnect portions of the PV array consistant with the maximum power
rating of the pump motor.

9.2.1.3 Instrumentation:

These systems were instrumented to record data which would allow extensive
system performance analysis. Clearly that much instrumentation is not
necessary in a normal setting. Experience has shown, however, that
minimum instrumention is desirable to allow the local operator to observe
and monitor system operation. That minimum system instrumentation is a
system voltmeter and separate array and load ammeters.

Analyses indicated a need for additional pump system instrumentation
which would record the potential pump operation time; i.e.; instruments
which could measure directly or allow one to calculate the amount of
water that could have been pumped if the water tank had not been

full and the pump shut off. If a water pump does not perform properly,
it is very difficult to determine the cause without knowledge of how
much of the potential pumping time the pump is actually pumping water.
Also a means of measuring the actual depth to water, such as a plastic
tube inserted into the well during pump installation, should be provided.
This is a valuable (and inexpensive) diagnostic aid.

One of the refrigerators suffered performance problems when wires to the
remote mounted runtime meter were short-circuited by rats eating the
wire insulation. The design of instrumentation should therefore assure
that failure of instrumentation (or wiring to the instrumentation) can-
not affect load operation.
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9.2.2

Component Selection
9,2.2.1 Electrical load devices:

There were many problems with the fluorescent and low pressure sodium
lights and with being able to supply replacement lamps. The original
DC fluorescent light fixtures had a high failure rate and short lamp
1ife. The outdoor lights use 18-watt Low Pressure Sodium (LPS) lamps
that are difficult to obtain. Any project in remote areas should
utilize either lighting equipment for which replacement assemblies

and components are locally available, or tested special equipment with
known long life. With either selection, adequate spares must be supplied
with the initial installation. Use of AC distribution systems and load
devices should be considered, but the reliability and serviceablility
of the inverter must be established. It is a single point failure
device which can disable all loads.

9.,2.2.2 Fans:

These devices (ceiling casablanca type fans) did not provide much if
any cooling effect. Buildings in most remote locations in the tropics
and other hot environments (outside the U.S.) are designed to take
advantage of natural cooling and do not appear to benefit substantially
from these devices.

9.2.2.3 Water Systems:

Both High Density Polyethylene (HDPE) and galvanized pipe were used
in the water distribution systems. HDPE pipe is clearly superior to
aalvanized pipe and is available in most countries.

The self-closing water faucets commonly available in the U.S. are
superior to the European push-button type self-closing faucets avail-
able in Africa. However, the local plumbers must be shown how and when
to adjust the tightness of the knobs. The design of the U.S. type
faucets is such that leaks can occur if the knob becomes too loose
because the selfclosing spring also provides the tension on the knob
detents.

9.2.2.4 Televisions and Video Cassette Recorders/Players:

Different countries use different TV broadcast standards. Since U.S.
law prohibits the import of electronic equipment that does not meet
U.S. interference standards, TV's and VCR's compatible with foreign
broadcast standards - which would not be tested for interference

since they could not be used in the U.S. anyway - are not available

in the U.S. for use during system design and test. The system designer,
therefore, must purchase the equipment early in the design process
either in the country of use or in a supplying country, have a local
technician measure the power requirements, check TV/VCR com-
patibility, and arrange for a supply of repair parts and documentation
(manuals and schematics).
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9.2.3

9.2.2.5 Miscellaneous:

Keyed alike padiocks were used to secure all equipment. However, the
padlocks themselves were not secured by short chains and so some were
lost or were used for other purposes. Even though the locks were
designed for outdoor service, rain made some difficult to operate.
The locks, therefore should be provided with and lubricated with a
non-water soluble lubricant.

Clipboards were provided for recording data. Based on other experiences,
this seemed to increase the amount of data being recorded, improved
legibility, and reduced errors.

The Marvel vaccine refrigerators (the type used in this project)

come equipped with a pull-down/maintenance switch. Deliberate or
inadvertant operation in the pull-down mode increases power consumption.
Based on experience here and from other projects, the pull-down mode

is unnecessary and the switch should be eliminated. Marvel has
eliminated this switch on present production models.

Equipment Packaging and Shipping
9.2.3.1 Equipment Packaging:

Where multiple systems are being installed in a single location and/or
single or multiple systems are being installed in multiple locations,
the equipment for each system should be packaged separately. Such was
not always the case with the equipment shipped for this project. As a
result there were some field problems due to transportation, changes
in installation plans, environrmental damage, and errors during
installation. Also, there were some losses due to negligence and/or
pilferege after packages were opened.

9.2.3.2 Package Size:

Material handling equipment is not available in many areas. Therefore,
equipment should be packaged so that the packages can be handled by no
more than four men. This avoids damage to the equipment and loss of
equipment from packages that have to be opened to reduce weight and/or
size to allow for manual handling in transit or at the installation
site. The extra cost of crating large batteries in smaller packages
may prove an exception. However, if automotive size batteries are
used, they should be packed (boxed) not more than two to a box. In
the case of this project, many boxes were so large that they could
only be moved by materials handling equipment and this caused problems
and delays when transfering the equipment from the overseas shipping
containers to temporary storage and then to trucks for in-country
delivery.
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9.2.3.3 Refrigerators:

Temperature recorders attached to the outside of refrigerators must

be securely fastened to the refrigerator. Further, the refrigerator
shipping box must have specific provisions for supporting the recorder.
Some damage to refrigerators and recorders occured during shipment by
truck in-country over the rough roads. The shipping box should be
retained in tact with the refrigerator in case there is a need to

move the equipment some distance for repair.

9.2.3.4 Marking:

A11 boxes and crates must be permanently marked to indicate the contents
and destination. Shipments may be subjected to rain during shipping and
delays prior to installation. Markings that become illegible can cause
serious problems. Multiple copies of complete and detailed documentation
cross referencing box numbers, contents and system application must be
available in the field. Such practice was followed in this project and
proved invaluable during installation.

9.2.3.5 Other:

Edible looking packing materials such as foam "peanuts" should not be
used in boxes that will be unpacked in remote areas. These foam "peanuts”
are attractive lookina foreign items that were eaten by unsuspecting
children and animals. They are also very difficult to contain and end

up littering the area.

Shipping containers should be loaded with due consideration for removing
the contents in humid locations. In this project the wooden boxes,
packed tightly in overseas shipping containers in Phoenix, Arizona,
swelled inside the steel containers and were very difficult to remove

in humid Gabon. Also the container should be loaded so as to minimize
the unloading effort, assuming that materials handling equipment will
not be available to unload the containers; e.g. heaviest boxes on bottom
and closest to the door.
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10.0 SUMMARY

Sixteen community service photovoltaic powered load systems were installed

in four villages in Gabon between September 1984 and February 1985. These
systems include: 1) a potable water pumping and water distribution system in
each village, 2) a dispensary system in each village and having a vaccine
refrigerator, dispensary interior and exterior lights and a ceiling fan,

3) school systems in three villages and having classroom lights, a television
set and a video cassette recorder/player, and a school system in the fourth
village (Bolossoville) having only classroom lights, 4) a single outdoor

street light in each village, and 5) a community service system in Bolossoville
having 1ights and a television and a video cassette recorder/player. A1l of the
systems were extensively instrumented to provide data for systems performance
analysis.

Performance data and related experience indicates that the PV power systems
performed very well with lToads from only two systems experiencing outages due

to the PV power system. Photovoltaic system availability was an estimated

20 to 60% for the Donguila and Onguia village lights and 100% for all the other
types of systems. Although the availability of the photovoltaic power systems
was high, there were many component failures in the control subsystems which did
not materially affect system performance.

Loads availability varied widely depending on the type of appliance. Fluores-
cent light assemblies had the lowest availability with nearly all of the
original inverter/ballast failing by the end of the first year of systems
operation. Over half of the total number of pump motors installed in the first
year of operation (originals plus replacements) failed. There were component
failures in 50% of the vaccine refrigerators which reduced their combined
availability to about 80%. Additionally, there were problems with the low
pressure sodium vapor lamps and their inverter/ballasts and with Tight timer
switches.

Although the vaccine refrigerators functioned reasonably well and there were
TV's/VCR's, the ministry of health did not have an extended program for
immunization which could have used the refrigerators as intended, and the
ministry of education did not have instructional classroom material for use
with TV's and VCR's. The water systems were particularily welcomed, especially
in the village of Dongulia where there is a large boarding school and where
the previous water source was incredibly inadequate and difficult to access.

As with innumerable other photovoltaic installations, the photovoltaic modules

are the most reliable system component and the load devices are the least reliable
system component. All of the equipment problems which developed during the year
of operational support following installation have beer remedied. Future efforts
should be directed at improving the reliability of load devices suitable for use
with PV systems.

The performance of these community service type systems has stimulated public
and private sector interest in additional PV systems.
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APPENDTIX B

MANUFACTURER'S LITERATURE

SOLAVOLT MSP43EA40 MODULE
EXIDE DHS-1 BATTERY
DELCO D-2000 BATTERY

SCI METER BOX

SOLAVOLT MSR12S10 VOLTAGE REGULATOR
SCI BATTERY SAVER

REC SPECIALTY FLUORESCENT LIGHTS

REC SPECIALTY LPS LIGHTS

SUN-AMP TIMER SWITCH

MARVEL 4RTD REFRIGERATOR

WEKSLER TEMPERATURE RECORDER

JACUZZI SOLARFLOW PUMPS

SALORA TV
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SOLAVOLT, &7 i

INTERNATIONAL

PO BOX 2934 @ PHOENIX, ARIZONA 85062

MSP13E10
MSP23E20

MSP43E40

10-WATT, 20-WATT AND 40-WATT

SOLAR MODULES

Solavolt photovoltaic modules utilize advanced technology 25 mm
x100mm(1in. <4in),50mmx100mm(2in.x4in.),or 100 mm x
100 mm (4. <4.in.)silicon solar cells. The rectangular cell provides
for high cell packing density which yields maximum power with
minimum module area. Balance of systems costs (e g., structures,
wiring, mountings and ground area) are also reduced by increasing
cell packing density.

A 33 series cell designis usedto make optimum use of silicon area
in battery charging applications while decreasing the potential for
overvoltage conditions to occur at the battery terminals. Computer
analysis and extensive field testing prove that the 33 cell configura-
tion provides ample charging voltage in all climates. All material and
construction techniques have a proven history of reliabilityand con-
form to ali applicable Department of Energy - Jet Propulsion Lab test
specifications.

FEATURES

® High Packing Density
® High Reliability Due to Redundant Interconnects
® Across-the-Cell Contacts Eliminate Potential Power Loss Due to
Cracked Celis
33 Cells in Series
10-, 20- and 40-Watt Peak Power
Maintenance-Free Construction, Tempered Glass Superstrate,
Anodized Aluminum Frame
® Low Temperature NOCT = 45°C
@® Metric Dimensions
MSP13E10 — 358.1 mm x 377.8 mm
MSP23E20 — 358.1 mm x 637.5 mm
MSP43E40 — 358.1 mm x 1216.6 mm
® Designedto Exceed JPL Block4 Requirements, JPLSpec5101-16
Rev A

™\ m3p13g10

Ny

APPLICATIONS

Village Power

Remote Communications
Offshore Equipment
Cathodic Protection
Forestry Equipment
Instrumentation

Water Pumping
Microwave Relays
Navigational Aids
Portable Equipment
Emergency Phones
Cabins

Remote Medical Refrigerators

SYSTEMS ENGINEERING

In addition to photovoltaic modules, we
supply other system components, including
voltage regulators, steel support structures
and wiring, batteries, and end use hardware
such as water pumps, refrigerators and
lighting systems.

Our staff of application engineers is avait-
able to assist you in system definition and
system sizing.

Solavolt International 1s a partnarship of Motorola Solar Eneryy. Ine (1 subsiary of Motorola. Inc )
4nd SES. Incorporated (a subsidiary of Shell O Companyt

SOLAVOLT INTEANATIONAL 1982 DS2210R2
Photus courtesy of the Phoemx 2oo
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ELECTRICAL
MSP13E10
PM
Isc '™ Voc
i 1. \")
CONDITIONS Air Mass 1.6 Tvp Min @ NO Typ Min Typ
Te = 28°C. 100 mW/cm2 0.65 055 158 195 9.0 10
Ta = 20°C, T¢ = 50°C, 100 mW/cm2 065 055 143 17.9 8.1 91
Temperature Coefficients:
TCVgc = -00022V. C/Cell (Series)
TCVNo = -000213V/C/Cell (Series)
TC igc = 0.00008 A/ C-Cell {Parallel)
TC Ipm = 0.00008 A/ C/Cell (Parallel)
MSP23E20
Pm
I | \Y
CONDITIONS Air Mass 1.5 SC M @ Vno oc .
Typ Min Typ Min Typ
Tc = 28°C, 100 mW/cm?2 13 11 158 19.5 18 20
Ta = 20°C, T¢ = 50°C, 100 mW. cm2 1.3 11 143 179 163 18.1
Temperature Coefficients:
TCVpoc = -0.0022V/C/Cell (Series)
TCVNo = -0.00213 V/C/Cell (Series)
TClsc = 0.00036 A/ C/Celt (Parallel}
TCim = 0.00036 A/ C/Cell (Paralliel)
MSP43E40
Pm
Isc ™M Voc
NDITIONS Air Mass 1.5 \'
co o ir Mass Typ Min @ NO Typ Min Typ
Tc = 28°C, 100 mW/cm?2 26 23 158 195 365 40
Ta = 20°C, T¢ = 50°C, 100 mW/cm?2 26 23 143 17.9 333 36.6
Ta = 20°C, T¢ = 45°C, 80 mW/cm?2 2.1 1.9 144 17.9 269 295
Ta = 40°C, Tc = 65°C, 80 mW/ cm? 2.1 19 130 16.4 246 271
Temperature Coefficients:
TCVoc = -0.0022 V/C/Cell (Series)
TCVNO = -0.00213 Vv/C/Cell (Series)
TClge = 0.00159 A/C/Cell (Parallel)
TCim = 0.00159 A/C/Cell (Parallel)
Isc = Short Circuit Current, Adc
Y = Current, Adc, Measured at VNO
VNO = Nominal Operating Voltage, Vdc, is the Reference Voltage Leve! at which the Modules are Designed
to Provide Maximum Power Output at Specified Operating Conditions. (Approximately equal to Vpq.)
Voc = Open Circuit Voltage, Vdc
Pm = Maximum Power, Watts
Ta = Ambient Temperature, °C
Tc = Cell Temperature, °C

NOCT = Normal Operating Cell Temperature
Voltage Changes: Vg decrease 2% when irradiance decreases from 100 mWcm2 to 80 mW/cm?
VNO does not change appreciably with changes in irradiation fevel.
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MECHANICAL
MSP43EA4O
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. . . . mithmeters
Weight (Nominai): 6.1 kg (13.5 Ib) Dimensions in m
Shock: 0.4 m(15 inch) drop per MIL-STD-8108, Method 516, Procedure V Snow Loading: 290 kg/mz (60 1b/ft2) maximum

Vibration: per MIL-STD-810B, Method 514, Procedure X
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CONSTRUCTION
Cover Glass: 0.125 in tempered Solatex*, Low Iron Content Glass
Encapsulant Polyvinyl Butyral
Cells: 33 in Series
Back: Aluminized Tedlar ® {Polyvinyl Fluoride, and Aluminum Foul)
Edge Sealant: Polymeric System
Frame: Anodized Aluminum Alloy
Interconnect (Cell): Three Continuously Bonded-Copper Ribbons Across Top and Bottom of Cells
Connection (External): Weather Resistant Junction Box with Internal Electrical Connection Points

ELECTRICAL INSULATION TO FRAME
1600 Vdc minimum

OPERATIONAL CONDITIONS
Temperature (Ambient) -40°C to +60°C (-40°CF to +140°F)
Nominal Operating Cell Temperature: 45°C at T = 20°C, 80 mW/cm2, Wind at 1 m/s, Module Tilted
Wind: Constant Velocity, 160 km/hr {100 mph) maximum

Gust Velocity, 200 km. hr (125 mph) maximum

STORAGE TEMPERATURE

-40°C to +60°C (-40°F to +140°F)

FIGURE 1 — SINGLE 1-in. x 4-in. CELL CHARACTERISTIC FIGURE 2 — SINGLE 2-in. x 4-in. CELL CHARACTERISTIC
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Isc | i | ! P i LI Isc . | ; p i !

IM-——--—_L___;___rd.IRMg | 1 |M>___;.__q._-_:___F§I4RM |
i | . | |
S ' | ! . = ; : } X
30.50 : 1 —+ ! 4 30 1 ' 1 t
= : I ‘ Loy = ; : ’ ! 1
= T | | = i | P !
= B ; : = | i i ] |
= i E j < i | ]
3025 t l 305 + T
— i = ! |
I \ ! | Iy \
TILTE i | IL YnoL
. 1 vp f\eY0c 0 1 1 tvm) [\ 0L
01 02 03 n4 05 06 08 01 02 0.3 04 05 06 0.8
V, VOLTAGE (Vdc) V. VOLTAGE (Vdc)
FIGURE 3 — SINGLE 4-in. x 4-in. CELL CHARACTERISTIC FIGURE 4 — MSP13E10 MODULE CHARACTERISTICS
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FIGURE 5 — MSP23E20 MODULE CHARACTERISTICS
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FIGURE 7 — MSP13E10 MODULE CHARACTERISTIC
versus SUNLIGHT INTENSITY
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FIGURE 9 — MSP43E40 MODULE CHARACTERISTIC
versus SUNLIGHT INTENSITY
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FIGURE 6 — MSP43E40 MODULE CHARACTERISTICS
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FIGURE 8 — MSP23E20 MODULE CHARACTERISTIC
versus SUNLIGHT INTENSITY
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FIGURE 11 — MSP23E20 MODULE CHARACTERISTIC
versus TEMPERATURE
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FIGURE 12 — MSP43E40 MODULE CHARACTERISTIC
versus TEMPERATURE
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ADVANCED FEATURES OF SOLAVOLT SOLAR CELLS

The surface of each silicon solar cell (Figure 13} 1s textured,
forming a dense population of pyramids as shown in the
scanning electron microscope view (Figure 14). The re-
flected part of a vertical ight ray impinging on a textured
surface strikes the surface of an adjacent pyramid where a
secondary absorptiontakesplace. With a suitable anti-
reflection coating, such as the silicon nitride utilized in
Solavolt solar cells, the total energy transmitted into the

active area of the cell is more than 99% of that of the
incident solar irradiation. In addition to greatly reducing
reflection, the textured surface diffracts more incident light
so that it travels through the solar cell at appreciable angles
from the normal, thereby producing more photo-generation
near the collecting N-P junction (which is close to the upper
surface) and increasing path lengths for the longer
wavelength portions of the solar spectrum, both of which
enhance efficiency.
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FIGURE 13 — 100 mm x 100 mm PHOTOVOLTAIC CELL

FIGURE 14 — SCANNING ELECTRON MICROSCOPE PHOTO OF TEXTURED CELL SURFACE

(a) 80° View (2000X) {b) Normal View (2000X)
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SYSTEM SIZING

Solavolt Solar Operations has a staff of applications
engineers experienced in the design of photovoltaic solar
systems. With the aid of a computer sizing program,
systems can be tailored to any site location and load condi-
tion. The computer program will determine optimum array
tilt angle, the number of modules in series and parallel
required, amp-hour battery capacity needed, and system
performance.

The following information is required from the user.

1. Application, e.g.. Communications equipment, water

pump, cathodic protection.

2. Location {city, state, country, and/or latitude and lon-

gitude, and site elevation).

. System voltage and/or battery voltage.

. Current drain average (amps) for a 24-hour period.
. Temperature, minimum and maximum, if known.

. Nature of site:

a. Attended site

b. Unattended, accessible site

c. Unattended, inaccessible site

d. Unattended, inaccessible site of a critical nature.

7. Special or unusual conditions.

The following example for a remote repeater application
will demonstrate the Solavolt methodology for system sizing.

Given data:

1. Communications Equipment

2. Location: Phoenix, Arizona(33.26 N. Latitude, 112.01

W. Longitude, elevation = 1200')

OO edw

These data (location, voltage, load) along with weather
data, result in a computer printout (Figure 15) which gives
the optimum system configuration and its projected
performance.

The calculations to arrive at this point are based on the
following techniques. Monthly averages of solar irradiation
atthe givenlocation are calculated for arrays mounted ata
range of different angles. For each of these angles, the
lowest cost combination of array size and battery capacity
needed to supply the load all year is calculated. If the array
size isincreased slightly above the minimum, the additional
module costis sometimes more than offset by a savings on
batteries, thus reducing the total system cost. Further in-
creases in array size will eventually result in higher total
cost. Hence the need for computer optimization to find the
best combination of array size, seasonal battery storage
capacity and array mounting angle. The seasonal battery
storage capacity 1s based on the worst-case accumulated
deficiency that the batteries would have to handie over any
13-month period.

The additional no-sun days battery capacity is based on
the load requirements and the specified number of succes-
sive no-sun days. The life of lead-acid batteries is substan-
tially increased if deep discharge is avoided. It is recom-
mended that the battery charge condition not drop below
20% of full charge for pure lead plates, or 50% for lead-
calcium plates.

3. System Voitage: 12 Voits nominal (battery) The opttmum system for this particular application, as
4. Daily load: 1 amp average for 24 hours (24 AH/day) shown in Figure 15, consists of a south-facing array. tilted
5. -1.0°C (30°F) minimum, 43°C (110°F) maximum. at 43 degrees from the horizontal, using 2 MSP43E40 solar
6. Unattended. inaccessible site. modules in parallel.

Solavoll reserves the nght to make changes to any products heremn to improve 1eh, mmw funcuogn o design Solavolt does not assume any Imknhlym-smq
out of the apphcation or use of any product or aircunt descrbed herein, nesther does o convey any hoense under its patent nghts nor the nights of others
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Charge Retaining Batteries
for Shallow Cycle Solar

Features

L
> N L

—— E R s TR TS e TR s I AU

O PURE LEAD GRIDS FOR LONG FLOAT SERVICE

O EXTRA THICK POSITIVE AND NEGATIVE PLATES

O HIGH SPECIFIC GRAVITY - 1.300 - FOR FREEZING PROTECTION

O LOW WATER LOSS - UP TO 2 YEARS BETWEEN FILLING

O HEAVY CONSTRUCTION - FUNCTIONS AT TEMPERATURE EXTREMES
O LONG LIFE - UP TO 5 YEARS IN SHALLOW CYCLE SERVICE

Applications — Shallow C){gle (3 Days - 21 Days)

- T S AL e R MRS Y T

(0 NAVIGATION BUOYS AND MARKERS
O SHALLOW CYCLE PHOTOVOLTAIC
O SHALLOW CYCLE WIND
) O HIGH AND LOW TEMPERATURE EXTREMES
: 0 UNREGULATED CHARGING TOLERATED
O 100AH-500AH SIZES - 2 VOLT AND 6 VOLT UNITS
0 AVAILABLE e« CHARGED AND WET




SPECIFICATIONS
RIS T, - S SR R R e T SOMGINAES PAGE. 165 AR

Cell/Unit Dimensions — Welght5° OF POOR QUALITY
OVERALL DIMENSIONS WEIGHTS—VOLUMES )
NOM.| CAT. UN- DOMESTIC | ELECTROLYTE ONLY
TYPE | A.H. | NO. |DESCRIPTION [LENGTH WIDTH HEIGHT |PACKED PACKED 1.300 SP. GR.
CAP. in. jmm.| in. |mm.] in. | mm. {Ibs. | kg.| Ibs.| kg. ]| Ibs.| kg. | gal. |
3-DD-3| 100 [07742]| "L " Terminals |85 | 216 | 6.8 { 172| 96| 244 | 40 18 44 20 10 47|10 ] 36
3-DD-3 04825 Wing Nuts
DD-5| 200 |04193| "L Terminals 71 1791 55 | 139 95| 241 26 12 29 13 7 3.0 6 22
3-DD-5{ 200 (04118} “L" Terminals [16.1 409 | 71 | 179 95 | 241 | 76 34 84 38 20| 89| 18 | 69
DH-5] 500 [05476] "L" Terminais 76 | 192 | 83 {211 |140]| 356 | 58 26 64 29 16 74 15 57
DH-5] 500 j01388| “L" Terminals 83 |21 90 | 229} 183 466 | 68 31 75 34 16 74 15 5.7
Steel Can
with Handles
DHB-5] 500 (06578} "L" Terminals. 76 | 192 | 83 | 211|164 418 58 26 64 29 15 7.0 14 53
Marine Spill
Proof Vent

DHB-5 | 500 105757| “L" Terminals

Round Steel Can 9.25"" Diam.
Marine Spili 235 mm Diam. 16.4| 418 62 28 69 31 15 7.0 14 53
Proof Vent
Plates:
THICKNESS
TYPE "A°,':" HEIGHT WIDTH POSITIVE NEGATIVE OUTSIDE NEGATIVE
CAP. in mm in mm in mm in mm in mm )

00-3 100 54 133 5.6 143 6 16 3 8 - —_

DD-5 200 54 133 56 143 6 16 6 16 3 8

DH-5 500 8.1 209 6.0 152 9 24 9 24 4 10

3-00-3 DD-5 3-00-5 DH-5 DHB-5
in mm in mm in mm in mm in mm
ELECTROLYTE OVER PLATES 18| 44 8] 20 8| 20 18 | 44 18 | 44
SEDIMENT SPACE 8! 20 74 17 7| 7 7|17 7117
VENT TYPE SCREW PLUG—SPILL PROOF OPTIONAL  |spiitRNE o
CONTAINER MATERIAL HARD RUBBER
COVER MATERIAL HARD RUBBER
SEPARATOR MATERIAL MICROPOROQUS HARD RUBBER
PLATE SUSPENSION BOTTOM SUPPORTED
SPECIFIC GRAVITY 1.300
BOLT CONNECTORS —“L" TYPE Va" 220 x 1" )
—WING NUT Ya” - 20

INTER UNIT CONNECTORS #8 AWG JUMPERS - 14" (360mm) WITH BOLT ON LUGS




AVERAGE CELL PERFORMANCE DATA
Ry S o N AR RTINS RN O AR+ SR PP T

Discharge Rates in Ampere Hours and Amperes
‘ 1.300 Specific Gravity Electrolyte at 77°F (25°C)

ORIGINAL PAGE IS

OF POOR QUALITY
To 1.90 Volts Per Cell
20 DAY 10 DAY 5 DAY 3 DAY 32°F
TYPE ;‘E"ﬁmﬁ Asgo é‘A“P 480 HR 240 HR 120 HR 72 HR 0°C
H.CAP. I A H.|AMPS | AH.| AMPS| A.H. |AMPS| A.H.| AMPS| 500 HR A.H.
3DD-3 6 100 100 | 21 | o7 | 40 | 95 | 79 | 92 | 1.28 95
DD-5 2
4005 2 200 200 | 42 | 195 | 81 | 190 |1.58 | 184 | 2.56 190
DH-5 2
g 2 500 500 | 1.04 | 490 | 204 | 480 |4.00 | 460 | 6.39 475
—

FINISHING CHARGE VOLTAGES: 2.30 VPC FOR MINIMUM WATER LOSS
2.50 VPC FOR MAXIMUM RECHARGE

SELF DISCHARGE RATES: 1% PER MONTH AT 77°F (25°C)
6% PER MONTH AT 132°F (65°C)

Temperature Adjustment

oa EnunE st n Y T H PEREDGRIR SR AFEDRTR REDEE 58
1 N - MR

CAPACITY CORRECTION FACTOR

INTERNAL CELL TEMPERATURE C ) 5

To correct for temperature variances (worst case condition) multiply the batteries rated capacity at 25°C (77 °F) by the correction factor
above to yield the expected capacity of the battery at a given temperature (internal ceil temperature.) To use ambient air temperatures,
average the temperature readings over a 24 hour period and use the correction factors above.



Days Life — Shallow Cycle Battery Type

CYCLE LIFE VS. DEPTH OF DISCHARGE
One Cycle/Day-100 Hr. Rate
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DAILY AVERAGE DEPTH OF DISCHARGE
(% of rated capacity)

Accessones

BATTERY RACKS 1-TIER, 2-TIER, 2-STEP, 3-TIER, S-STEP AND
2-TIER/2-STEP STANDARD RACKS FOR “E’ SIZE ARE SUITABLE

ALT.
CAT.NO.| CAT.NO.
HYDROMETER | 81332 00168
HYDROMETER HOLDER | 27717| —
 THERMOMETER | 88330 | 00030
'CELL NUMBER SET:
1-30 49930
1-60 49931
1120 | 49932
1240 | 49933
SPILLPROOF VENT | 00431
'DH-5 REQUIRES ADAPTOR | 89725
MARINE SPILL PROOF VENT | 00123
CARRYING HANDLE 00068
FOR DH-5
FLAME ARRESTOR 89660
FLAME ARRESTOR/
LEVEL INDICATOR FOR DH-5 | 89695

Form No.8215—10-82 Printed in USA

| JUMPER CONNECTORS NO. 8 AWG

14in. |

24 in

36 in

Bolt on Lugs

m |Bolt on Lugs

Bolt on Lugs |

56 in

| 75in

JUMPER CONNECTORS NO. 6 AWG. |
14 in I 360mmJBo|t on Lugs | 00287

1QO_Omm

Bolt on Lugs|

| Bolton Lugs| 00116

"CAT.
NO.

.00114]
00121
00115

00117

£XIDE

101 Gibraltar Road Horsham PA 19044
215674.9500 Telex 8B3.4260 TWX 510-665.7247




INV1SISIY¥ NOISO¥NOD ATHOIH
ANV ONOY1S ‘QINIVYEO 3NI4 I3V
SQI¥O WNIDTYD-QVIT LTHONO¥M

NOHVYBIA A8 GISNVD INFWNONVSIW
OGNV S3VId N3IM1IE ONUIOHS
IN3AFYd SE01IANI HOLVAVdIS

NOUVAIIA ONIDYWY( 1S153Y
SNOILDINNOD GI¥IIN3D
MM 531V1d GIYOHDNY AXOd3

HIONIYLS WNWIX YW
204 0IDB0O4N!IY St 3ISVD

INIILdONIAIOE ALNTAAVIH
ALNIGVNIY GNY IDNVYWHOI43d

A3SYIAINI IOIA0Ad SNOILDINNOD

2} m
L} 1135831N1 NOISN NOISNB X3
ok
< D
o Q 3417 A¥3LLIVE
#1OA¥ISI¥ OL SONOIOYd HIOANISIY
-l 02 QINON ANY SN3MN13IY JLATON1DINI SNOWINID
<0 ¥OIVHVAIS ~
<0 SYO-QINDN VID3dS
¢ Q.
o w
(o N e
ONNAONVH ASY3 J0IA0H4

S¥O1DINNOS 3N8VI : ] )
oawvisniol Y= :

03Q10W 3DVHINS ~__ N

(DVINOID YOI

iy
!
: SdIHO ¥IONI
/’ ;
{ == \ > ONIIIVMEIAO GNY NOILVNIWVINOD
H JUA1041D373 SINIAIYd dO1 0V3S
TN -

1 .
A -
!
K <* ‘ A¥ILIVE NI 3LAT0410313 SdIM
~50/ =~ WNIWY3i Q31v35 dIdL

S~
N TS 35NVID ¥ Iv NOMIGNOD A¥ILIVS

h $313143A YOLVIION! 1531 INDINN
$3D¥NOS 301S1N0
ONILLH ¥VINSMN

WON¥4 I9YWVYQ SINIATNd
¥I15INYY IWVTY NIFDINE SYH INIA SVO J1ONIS

Cd -

_'
30123INNOD _— :

NV SIOH A13ANDI3IS
0N1S YYNIWYIL 13315
SSIINIVLS GIQYIPH] WIS

uonezinn adedg 1999
JZIS W3LSAS 1OVdNOO B

1509 Buiddiyg ssa
LIHOIIM 1IHOIN B

— 1318 SPaaN J2ABN
JYNIINIVNON B

1e|j0q 19 49MOd 310N
g3adiHd INIvA B
$S07 Jamod ssa—Ayjiqeljay paseasdu|
SNOILJ3INNOOJHIINI HIM3AI B
841 aata1ag buon

NOI~ HISNOOD QIHD IHONOHM B azuind3vy’

‘swayshs abeioys A6iaua
s Aepoy 10} Ajaa1sn|oxa
paubisap st 0002 0212Q 2Y
‘puy ‘asueuajuiew dipousd
OuU Y}tm 3§1| pue ague
-wiopad paaosdwi 10y uon
-ONASsu0d pajuaied swes sy
sey 3} "000Z ©212Q Y K19y
-}eq d1ejjoa0joyd 3aiy-adueu
-ajulew 3S1 ayy—uonippe
ysaje| ayjy pue ‘Aiaypyeq
Jamod aAnow 3aly-adueus)
-utew 3si1) ayy ‘Aianeq
6uijoAo 8aij-adueuajurew
3sa1y @Yy JOo uonippe ayy \pim
umoib sey aulj 9asy-adueu
-gjulew S,09[3(] ‘UonINPOL)
-Ut S)I BdUIG "UORONIISUOD
pub wniojes pea) ybnosm
anbiun e Buisn Aianeq
aay-aoueuajuiews Anay 1say
ayy Buidojanap Aq wa|qosd
aoueuajuiew Kianeq ayy
paajos Away 0213Q ‘0L61 Y|
‘Kepoy pueiq Bunjas ysabie
ay} sausneq odj3q apew
aABRY Spaau 13wWojsnd }33wWw
0} JOya panuiuod e pue
‘'saniioey uononpoid pasuea
-pe ‘ABojouyday aAneaou
-uj "sueak Ay sano oy Bu
-1injoejnuew Aispeq ul 1apea)
e uaaqg sey Away 02|3Q

abeaoyg Abaauj
104 3dasuo)

"3NVY



MRS A

abueyn) jo a1g 1WAy
o6 08 O, 09 05 Oy OE 0Z O O

-/ 09—
~No | |

1
S A I O el

|

; +

[N IS S —— - Omw|

. 4 0z-
! — doed 01—

D aimesadws)

abieys jo ayeys 03 91eJ3.110D
;uiog 6uizaasy a1kj0a30913

abie J aI;G Wadidd

00t 06 08 0L 09 05 O Ot 0OZ Of 0o

St aathie i anRRE) S S B 4 T

,-1‘..
L SN I S -~ \\1 091 wm
L \.sirxx o8l mu
il Joon £8
— 1 Jozz Q%
, &k
- -1 0P Wo..ml
. ——- 09
]
\1 B} 4hi . 082!

"uoiIpUOd peo| ou @) abeyjoa ynos1o uado 03 31e183110D
:uoneuiwaajag abseyH jo ayerg

‘Awgg Aq Bunyas asies ‘aseasdap 9 Asaas 104

Awge Ag Bumas 1amoj 'aseasout ) K1aas 104 D LZ @ SHOA L 'bL 4O Bumas paysabbng :uone|nbay ebejjop
By £ zz-1ub1am ‘ww g'gez- by ‘ww 0'z21-yipm ‘ww z°oge-Yibus) :suoisuewiq

3 (7 ® ywow 1ad sinoy asadwe y :ayey abBaeyosiqg J198
(D Gz ™) Bunes 1oy go1) sinoy asadwe Go| :Ayoede)n
jeutwiou—sy}joa z| :6uney indynQ

SNOILVII4103dS TVIINHOIL

‘dn-pjinq v0IS0110D YiqIYul pue

$3550) Jomod UO1ID3VUOIIBIUL J1W!| O} PAPUBWWIOIA
81e SUOIID3UUO0D 33}-adueudjuiell pajeag
‘Kiessasau j1 "Bunuaa ajowal ioy mojje

) 2qn1 JuaA Jeusaixa ue ynm paddinba s1 hsayeq ay)
‘suontpuod Bunesado sadoud

wieiqo 03 |3jjesed ul pasn aq Aew sauaneq a|dnnpy
D Sepuep G- o

asmesadway ay) uaamiag paAatyoe s1 uonesado ysag
‘awn jo spouad paBuojosd 10§ papuawwodal

10u 1nq ‘a|qemojje ase abieyd jo arels 94,06

moyjaq sabieyosip daap jeuotsedd ‘(9318 ‘shep uns
u 131UIM) suonipuod Bunesado 3s1om Buunp abieyd
neIs 0,0 J0 wnuulw e urejurew pinoys Aiapeq ayy
‘Kyoeded inoy-asadwe pajes s hianeq

W3 JO °,G| Paadxa jou pjnoys syidap abieyosip Ajieq

:aj1) Kaa31eq wnwixew 404

Ksageg sduny) utesq wann)

0S 0y 0f 0z o8 9 14 4 | S0
V_ﬁ T rTTYTUTTT TYTTr 17 1 T LANRE S T ot
b .
3o Lt S D 4
<c | |
S - _— < 06
)N T B . 4
3 — W
g e i o —— 1% 3
g t- . o = 4 -
ST > §
EREEE on @
m - _* - +.( D VU G U S0 W S EDEN SUNN S — - ot
g

3 f e e e s o e e st s K

‘Ay1oeded unoy
-asadwe pajes |g € noge sey 'O 0 ie Bunesado pue sdwe g
JO MeJp JUdLIND B Yyim Asayneq y :a|dwex3 ‘aAInNd ajeudosdde
ay; wouy Ayoeded unoy-asadwe ayy peay () ‘aunjesadway
Guneiado ayy ajewnsy (2) Araneq tad meipiualind ayy ajewn
-83 (1) ‘Apoeded Somrmrgma—:m paies s Aiayeq ayy aulualap of

DNIZIS W3ALSAS

vsnuepew fu, ¢ 0313C
NI ‘uos8puy

SIOJO [BI3UIY) E B

jo voisiag

191jddns waysAs 1ok 1oe3u0d ‘sainp
-aoosd Buibieys pue Bunsay paje;
-ap aJ0w UILIGO O] ‘SpPoylaw pue
yuawdinba jeuonuaauod Aq pabieyd
aq Aew Asaneq ayy 'Aiessadau |
Kisneq Ayney e Apubis JON S300Q
1l "%G9 ueyy ssaj abieys jo areys
e sey Ksaneq ay; sayubis Ajesauan
19]qISIA JOU JOP UBaIn-Nieq
a9ybiy o o,Ggg abseys jo ajers

e sey Aianeq ay) sayiubis Ayjerauan
19|QISIA JOP U33JY)

1939WospAy  ut-}Iing,, ayj asn
sasodind onsoubeip jesauab oy

IONIDHVYHO ANV ONILSIL

291 ddns jeyy 01 paydasp
aq pjnoys saunbui jje pue saddns
waysAs ayy ybnousyy pajpuey s
Ajuenepp 19)AN0 0313Q-)V 1S31edu
%Yl Jo uonedso| ayy 1oy 131 ddns
wajysks inok joeju0g ‘SpIMplIoOMm
02]2Q-0V ybnosy) ajgejieae ase pue
0SZ1 10 0G11 0912Q 3y} ase SaUN
-jeq jJuawase|das papuawwoday

ALNVHHVM
ANV LIN3IW3IOVId3Y

‘weysis Jiey
-jonojoyd 2nok 0} 000Z ©°21eQ
oYy Buifjdde uaym pesepiIsuod
eq pInoys ejep pue suonedyl
-oeds Buimojjog ey} "yun ojBurs
e ojui pejesboruy oq 1snw Aiey
-Jeq Yy pue weIsis oy) ‘juew
-uoJiAuUB 8y} ‘peo| ey) ‘uon
-esodo |E21UWIOU036 pue JuUeld
-iyje 'ejqepuod  vinsse O]




ORIGINAL PAGE IS
OF POOR QUALITY

Meter Box (M B)

DESCRIPTION

The METER BOX (MB) contains two
meters for monitoring system voltage
and current, providing valuable informa-
tion on the performance and status of
an alternate energy system. The meters
are available for 12 and 24 volt systems
in 10 or 30 amp versions.

The METER BOX utilizes 2% pivot and
jewel meters, with an expanded scale
voitmeter. They are housed in an
anodized aluminum chassis, suitabie
for indoor wall mounting with a terminal
block for up to 10 gauge wire or a
spade connector, providing simple
installation.

PART NUMBERING KEY DIMENSIONS
(in Inches)
Voltage S i
/ 18 DIA — |
/—— Current \1[\6 (O
MB - 12/10 T = o
g ;
o B : :
Modei | Voltage | Current I; l . ; N ‘ 525
' _ —_— ey : .
MB I 12 I 10 . 3 | Co
24 30 i o e

= 2
! | -
25
m_ beeoo——-—5.50 -——~~—~-‘-—~—°-], b= 75
Battery + (O \V/ - Battery -~
[
Cortent in (™ ———— b { | ———-~—-~--»-~~4:' Current Out D i il ’O

Bilock Diagram - MB (
WT. 1 lb.

Speciications and produc b avadilaaty sutpes Do o ndange aithout notic e
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MSR12S10

- & MSR24S10

- 5= SOLAVOLT. MSR36510
- g': !’NOTBEﬁNZQIJ?mlE-NIX ARIZONA 85062 @ (602)231-6400 M S R48 S 1 0_

VOLTAGE REGULATOR FOR PHOTOVOLTAIC
POWER SYSTEMS

These voltage regulators are designed to prevent batteries from
overcharging when used in a photovoltaic system. Controlisattained
by partially disconnecting the photovoltaic array from the battery
when the batteryisfullycharged Whennotfully charged. the battery
receives full array current. When it approaches 100% charge. the
regulator automaticaily switches to a trickle-charge mode. Switch-
ing between fuli-charge and trickle-charge is accomplished with a
mechanical relay rated at 500,000 cycles at 30 Adc and derated to
10 amps for increased rehability.

Voltage regulators are available at 12, 24, 36 and 48 Vdc. Other
voltages are available as custom options.

FEATURES

® Temperature Compensation

Series Regulation (Array Shedding)
Low Battery Voltage Load Disconnect (Optional)
Water Tight Box (Optional)

Blocking Diode Not Required

FIGURE 1 — BATTERY TEMPERATURE
CHARACTERISTICS

60 mA Current Drain (Average)
' 0.72 Watts Power Dissipation (12 V)

T T T T

@® Controls Up To 10 A of Array Current N e u_*__ji
(4 MSP43E40 Modules in Parallel) 1 T T J

@ Equalizing Charge Automatically Applied to Battery ‘ ' T

® Connection Via Terminal Strip

FIGURE 2 — SIMPLIFIED SOLAR BATTERY CHARGER

¥ + + 1 O .
Solar Voltage Temperature o

d P Battery Load
Array Regulator Sensor

o' : : I—————o

Solevolt Internations! 1s a partnership of Motorota Sotar Enargy .0c 18 subsid-ary of Motorota tnc i GOLAVULT INTERSAT AL T d DS 2208
B and SES. incorporated (s subsidiary of Shett Ou Company)
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MSR12S10
MSR24S10
MSR36S10

MSR48S10 ¢

MAXIMUM RATINGS

Definitions:

f Rating Symbol . Lm,“‘M I Unit ‘ IMax Maximum regulator current
e e M""_‘ o "’_x____ﬁ o -.igc of array
Maximum Operating Regulator Temperature T -40 60 °c Vge, Factory set regulator output
b —— e e e = [E—— [R— SN 1 >
Storage Temperature { TA -65 60 °C | voltage
T T - — T T tQ Quiesent Current — Relays Off
ELECTRICAL CHARACTERISTICS (Ta. Tg - 25°C unless otherwise noted)
| | VSET(Vde) |
IMax** | Full- Trickle q
Nominal Amps Charge Charge mA
Part Number Voltage 25°C 25°C 25C Typ* Max
MSR12S10 12 10 14 15 60 12
MSR24S10 24 | 10 | 28 30 80 15
e ——— e e e + e ?A —_——— - - e— e e e
MSR36S10 36 i 10 \ 42 45 10 20 i
| MSR48510 48 10 | 56 L 60 12 { 20 J
*0C Tap -50C **Short circwit current (Igc) of array at 100 mW ¢m?2 must be less than this rating

FIGURE 3 — 12 VREGULATOR OUTPUT FIGURE 4 — 24 VREGULATOR QUTPUT
17 ] T M T T 34
| | (
! 1 |
= i
S g PN } —_
= ’ \ t = "’ n B
w NS ; | ! = SN !
= ; ' : =] ’*‘\T‘ T T
g | \ 1 S \
= i = 7‘ S 30 e MSR24510 +—
> ' | =
& e t & —
=2 i i — -
o H 2
=BT { i =]
o + MSR12510 o 28 R —
i >
. l
| |
13 ' { | 26
-qyoC J0uC [SR1% RIS S00C 6U0C -40°C -20°¢C 0°C 20°C 4g°C 60°C
J0uF Juf 329F LBUF 104nf 1400F -40-C -4°C 32¢C 68 C 104¢°C 140-C
Tg. SENSOR TEMPERATURE Ts. SENSOR TEMPERATURE
FIGURE 5 - 36 VREGULATOR QUTPUT FIGURE 6 — 48 V REGULATOR OUTPUT
54 B 68
Y] S S e & e . R
g 501 1 r + 1 _;"i 64 \ S - - - - e o p
et -
; 48 y.\», . 4 JE — L(;: \.\ I SR 4
=] M~ = '
> el b MSR3BSIO —.d - 4 ] S sl I N MSRa8STO . L |
> \ = :
& " \\ & }
o - — - T — - b— 4 - - B T = e o
=] I~ 3 | \
2 421 - L 1 \ | S 56f- I | I } \ 1 .
\ > \ k
gt - | + R G + i o
| i |
38 ! i L 52 : t !
a°c 20 ¢ 0 20°C 40-C 60°C a ¢ 20°C 0¢C 20 ¢C 40 ¢ 60 C
anC 4 [ RV 68-C 104~C 140°C 40'C -4 C 32 C 68 C 104 °C 140 °C

T SENSUR TEMPERATURE

T SENSUR TEMPERATURF
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MSR12S10

S
—f % MSR24S10
- AN
— A A l N MSR36S10
= & INTERNATIONAL MSR48S10
REGULATOR FIGURE 7 — SYSTEM INTERCONNECT
Sense
Battery Or
Negative Array O
Load O l
1-4 Module
‘ Load Array Battery
J‘ + .
Load O- Temperature
Positive Array O Sensor
Battery
Sense O—
.
FIGURE 8 — LARGE SYSTEM INTERCONNECT
4-Module 4 Module 4 Module
Array Array Array
Load
i INERIR 111 - []
[ 3K:) o o <) ) o o0 0 0 0 0 [} 5 LK)
S B A L L A B S S B A L L A B S S B A L L A B S
| nNec | | ros | | nec | | pos | | ~nes | | pos |
B
A
T
T
N E
R
Y
Sofavolt reserves the night 1o make ranges 'o any prod.ucts herair 1o impoive relatiity tonct.en o Jes gn SciaLalt Joes N0t dssuME any Al ity ars nyg
out of the appl:ication or yse of a~y product or Circut gescrhed nerein Nether AOes 1 Convey ANy Ve Se under s LAteNT 1ghls aar the rghts ot otharg




MSR12S10
MSR24S10
MSR36S10

MSR48S10

A\ ] -‘I
@ w1 [ ] t
H VREF A !
Temperature Sensor | Reference Bas Hi K1 1 K1 Coil '
1 Generator | Voltage Relay " "— ¢+ H
S * Sense Driver !
| l L Q& '
i = |
i VREFB Lo K2 1k2Cod ‘
! BattS | Voltage | Relay + '
H T Sense Driver H
| T 1
ORIGINAL PAGE I3 | L & ;
OF POOR QUALITY i |
: Sotar i
: L Array g Float Panel :
! kgl Volege [ VREF A | Regulator | H
| (NC) Sense Qutput |
; I |
1 Load _ \
| K1 1 !
! _go 1 Sense }
1
i 73 Y[ L |
- 1
! f S - ;
1 [Qa Q8 Qc o Qe OF QG QH|- !
[ B NN O MNpRpEpRRI B PO R IR T RS S Jd
Load
¢ - FIGURE 9 — ELECTRICAL
Array SCHEMATIC DIAGRAM
. -
A = Battery Sense + B = Battery +, C = Array *.
Battery Bank D = Load +, E = Load -, F = Array -, G = Battery -,
‘ll = H = Battery Sense -
L  A'Ms~———--

FIGURE 10 — DIMENSIONS

Weight — 1.13 lbs.
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FIGURE 11 - SMALL SYSTEM DIAGRAM

~.

Battery

Solar Bank
Array
p R\
A

G

N\
T /.§7Temnerarure

. G />‘ Sensor
Al o »

< L i

// ,,,/,// i

r\?/ 4 Solar Powered
7 Refrigerator

S

FIGURE 12 — LARGE SYSTEM DIAGRAM

Battery

n\ﬁl Bank

rr
/ Temperature
Sensors

Sotar Powered
Refrigerator



Battery Saver™[(BS)

DESCRIPTION

The BATTERY SAVER (BS) is a versa-
tile device for the protection of bat-

“teries from voltage extremes. it can

1

be used in systems to disconnect a
load, provide a low or high voltage
alarm, or start a generator. The BAT-
TERY SAVER s availablefor12,24,36
and 48 volt systems.

The BATTERY SAVER consists of a
relay with a voltage sensing circuit
and ared light toindicate operation. It
is housed in an anodized aluminum
chassis suitable for wall mounting with
a terminal block for up to 10 gauge
wire or spade connector, providing
simple installation.

FEATURES -

* Versatility

* Indicator ight

* Input noise suppression

* Time delayed activation

* Reverse polarity protection

JAPERATION

NOTE: The standard configuration for
the BATTERY SAVER is as a low-
voltage load disconnect. The other
variations can be ordered as an option.

LOW-VOLTAGE LOAD DISCONNECT-
When battery voitage reaches the low
voltage threshold, the normally closed
relay will energize and open. The red
Light Emitting Diode (L.E.D) on the
front pane! will light and the load will
be disconnected. When battery voltage
rises, indicating charging has occured,
the load will be automatically
reconnected.

OPTION DESCRIPTIONS

A. LOW-VOLTAGE BEEPER- When
battery voitage reaches the low voltage
threshold, an audible beeper is ener-
gized and the red L.E.D. on the front
panel will light The beeper is de-
energized when battery voltage rises
slightly, usually by turning off one or
two major loads.

B. HIGH-VOLTAGE BEEPER- The
nigh voltage beeper operationis similar
o the low beeper with the exception
that the beeper is activated when the

ORIGINAL
(0]

battery saver g

few-veltlage disconnsct

batteryreachesthe highvoltage thres-
hold.

C. LOW-VOLTAGE ALARM - This
versionis for systemsrequiring a relay
contact closure for remote warning of
low voltage conditions. When battery
voltage reachesthe iow voltage thres-
hold, the normally closed relay is de-
energized, closing the contacts and
hghting the L.ED. on the frcnt panel.
A system powerfaiiure wili aiso cause
acontact closure When battery voltage
nses, indicating that charging has
occured. the contacts will open.

D. HIGH-VOLTAGE ALARM - This
version s for systems requiring arelay
contact closuretor remote warning of
high voftage conditions. When battery
voltage reaches the high voltage thres-
hold, the normally open relay is ener-

gized, closing the contacts and lighting

the L.E.D. on the front panel. When
battery voltage fails, the contacts will
open.

E. GENERATOR START- For systems
designed with stand-by generator back-
up. the BATTERY SAVER can signal
when low batteries need additional
charging. When battery voltage reaches
the low voltage threshold, the nor-
mally openrelay will energize, closing
the contacts and lightingthe red L.E.D.
on the panel. When battery voltage
rises to the reconnect threshold, in-
dicating charging has occured the
contacts will open

F. ADJUSTABILITY OPTION-The set
points for all versions can be externally
adjustable.

WNE O LoAD +

BATTERY » - . Y

| ! .)N_Q . -~ 0
I
L | conTroL :
&
SENSE [T -
CIRCUIT

BATTERY .. () O LOAD -

Block Diagram - BS




Iinstallation and Wiring Instructions for
LPS 135 LT RE( :
LPS 118 LT ¢

TERMINAL

m PHOTOCELL

BRACKET AND
SUPPLY WIRE
ENTRY

CASTING

CLAMPING
SCREWS

TIMER

BALLAST ) = : BA‘\"’, %
TRAY - LLAST " TOGGLE
© ASSEMBLY

RETAINING SCREW

o —

REFRACTOR

installation Instructions

1 Check that voltage shown on fixture label matches available line voitage.

2 Fix bracket to wall or pole with tube inclined upwards. Thread supply wire
inside tube

3 Remove retractor from tixture. Release ballast tray retaining screw to allow
tray to hang open.

4 Loosen clamping screws Install tixture on bracket, allowing supply wires
to pass into fixture. Tighten clamping screws.

5 Connect supply wires to terminal block. Connect ground wire to green
grounding pigtail.

6 Close and fasten ballast tray, insuring supply wires are neatly arranged,
and are not in contact with ballast.

7 Pass lamp through wire lamp support and insert into lamp socket
Replace retfractor

8 Install photocell into receptacie on top of fixture and twist slightly
clockwise

NOTE To test fixture in daylight, photocell must be covered. For most accurate opont'ion the
photocell receptacie should first be unscrewed. and relocated so that the arrow points as near

"north” as the screw positions allow Do not turn the receptacle more than 180° in any direction or \
damage 10 internal wining may result

The nghtas reserved o change spectiications without prior notification or ouhlic announcement
REC SPECIALTIES INC. Camaniio, CA



EXTERIOR STREET/SECURITY LIGHT
LOW PRESSURE SODIUM
WITH AUTOMATIC PHOTOELECTRIC CELL AND TIMER

ORIGINAL PAGE IS

OF POOR QUALITY photo-cell

— ﬂ
%
% housing
\ \mffuser hinge-latch

SPECIFICATIONS:

HOUSING : cast aluminum

DIFFUSER: polycarbonate - vandal resistant

MOUNTING: tenon 14" pipe

LAMP WARM UP TIME: 7 to 10 minutes at 25° Centigrade

TIMER: adjustable from 1 to 15 hours

(can be by-passed)

MODEL NUMBER WATTAGE INPUT VOLTS CURRENT DESIGN LUMENS
LPS-118LT 18 watts 12 vDC 2.3 amps 1800 lumens
LPS-135LT 35 watts 12 vDC 3.2 amps 4800 lumens
LPS-218LT 18 watts 24 VDC 1.15 amps 1800 lumens
LPS-235LT 35 watts 24 VDC 1.6 amps 4800 lumens

WEIGHT: approx. 6.6 Ibs. (3 Kg)

DIMENSIONS: approx. 16.5" long, 7" wide, 7" deep

OWN. 2 o B iad— 7 " CAT. NO.
530 CONSTITUTION AVENUE ' ‘/“/ gs

CAMARILLO, CA983010,U.S.A. ~ [ arPrv. ,
(805) 987-5021 ., leec DWG. NO.

OATE: Q/ 2/ \—3‘6

Les

SPECIALTIES
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.
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CROSS SECNON

n
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]

73 0%

b 457 MTa volEs ——

SPECIMICATIONS *

"
HOUSING - RIGIDYY DIE COMSTRUCTED "22 cAL.CRS,

END PLATE - DUAL AURFPOSE —END PLATE o

COUPLER. ForR ConNT, Row APPULATIONS.

EINISH - BALED WHTE ENAMCL. 857% CEFLECTWVITY.
[ ] .
INVERTER - 12 VDL SOLID STATE WITH D LEADS

BPLACK,. + WHITE = |

|\ 52 F40T12 /W 3.0 4242"“
151 F20T\2 c/vw .5
GAT. No ame AMPS P, LEN CTH
OWN, 75 o CAT.’NO.‘B\ i’ \53
12\55 STAGE ST w77 2~ |—
VAN Nuvy S "CA 91405 =

DATES 2240




PHOTOVOLTAIC
PRODUCTS

D.C. SOLID STATE WALL SWITCH AND TIMER

Features:

+ Increases system efficiency by assuring that
lights and other loads are OFF, after a preset
operating period.

X%,

+ Time delay is settable in digital increments
from 3 3/4 minutes to 16 hours. ON

Touch ON, touch OFF action.

+ 2-way, 3-way and 4-way switch operation is
greatly simplified with the addition of "slave"
switches.

OFF

+ Easy installation using standard electrical
switch bex.

D ®

_+

High stability timing components are used.

+ Negligible operating and quiescent current drain.

+ Very low switch losses (low Rsat)'

+ Circuitryv is protected from lightning induced surges and transients.

+ Solid state components eliminate mechanical wearout and arcing problems

common with DC switches and relays.

+ Two vear limited warranty.

Available in the following models:

10 Second Continuous
12 VDC 24 VDC 48 VDC 120 vDC Current Current
WST- 6-12 HET- £-24 WST- 6-48 WST- 6-120 8 Amperes 6 Amperes
WST-12-12 WST-12-24 WST-12-48 WST-12-120 15 Amperes 12 Amperes

Slave switch : Model WSTS One model is used for all voltages and currents.

SPECIFICATIONS:

Maximum operating temperature: -30° ¢ to +550C; -22°F to +131°F.
Humidity: 0% to 95% (non condensing).
Weights: 8 ounches, maximum.

Dimensions: 4.5" long, 2.75" wide, 2" deep.
(Designed to fit into a standard electrical switch box.)

Timer temperature stability: + 5% over specified temperature range.

Timer accuracy: + 5% at 25%c: 77°F.

7702 East Gray Road Scotlsdale: Arnzona 85260 (607) 4 1 HH9Y



Timer operation and setting information

L]

Switch operates in a normal manner with momentary switch contacts for ON and OFF

operation. The ON switch sets (starts) the timer.

OFF switch is depressed, or the time delay is completed.

selected by an internal 8 position “"DIP" switch.
by adding the individual switch delays that have been activated.

The load remains ON until the
The desired time delay is
The total time delay is obtained

Note Table:

Nominal time delay Example
Switch Time
Position # Delay 1.) For example, if a 4.5 hour delay for a
porch light application is desired, switches
1 3.75 min #4 and #7 would be set to the "ON" position
. giving a delay or run time of 30 min plus 4
2 7.5 min
hours or a total of 4.5 hours.
3 15 min 2.) If a hall light is to be on for a maximum
4 30 min of 3 to 4 minutes, then only switch #1 would
5 1 hour be set.
6 2 hours 3.) A float switch activated water pump needs
to run 45 minutes. The float switch is wired
7 4 hours in parallel with the ON switch (like a slave
switch) and internal "DIP'" positions #3 and #4
8 8 hours o
are set to the ON position.
NOTE: Any reasonable number of slave switches
may be wired in parallel with the wall switch
Typical hookup diagrams and timer. Connections are more easily made

1.) Two lights 3-way switch

m Wire nut N
* Load N t:;J l
[oF:1 |
Battery = ) -
i l R
- ¢) <o
on | O ™ On L‘f \
g P~ Com C Jﬁﬁ>\\ .
Off 0 <\Off D AN
WST-X-XX WSTS

2.) Manual/Automatically operating water pump timer

WSTS

+
Battery F
On 8
off g
wST;x-Xx On Water Pump
Common

in a "daisy Chain" manner with multiple slaves(

Fluorescent lights

Water tank

Level switch

The pump can be turned on or off manually or it will automatically turn on for a
preset length of time whenever the level switch senses low water level.
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Reliable Bio-Medical = %%
Refrigeration R %,

Model aRTD

Solar 12-volt DC Power 4.0 cubic foot
Refrigerator with Freezer, solar insulated
for tropical installation, chest type

The Maryel Model 4RTD Solar refrigerator providesiong
tore aghly efficient refrigeration for cold storage of
1o machical supplies or food products in areas where
convennional grid power is unavaiable or unreliable The
M~cdel dRTD has the most efficient power consumption
racror of any refrigeration system available for its size
ir 1oeagned for commonly available photovoltak
Loovot C batteries The rugged Mociel 4RTD 15
conctructed of state-of-the-art non-ferrous materials
fri physical and performance reliability in harsh
environments. It includes a cold storage cell for
atmost etficiency. Marvei's ARTD was designed to pass
the nigicd “cold chain” standards of operation set by the .
Wit Health Organization (WHO) and the Center for ' ,
Diee e Control National Aeronautics and space

admpnntration, Lewis Research Center (NASA - rasted

T STD on behalf of WHO.




';ﬁ".'i, Featu RN T 7 ‘i g B : Cold storage eutectic

R S . ;,u - P ) 3%, s “hoiding cell

* Power Source: photovoltalc 12-volt
§ @ DCbatteries are rechargeablcbv ;
| ©  solar array, diesel generators
" 115-volt battery charger. . . .
f * Low power consumption = . olh
 Cold storage eutectic cell provldu ;
refrigeration for long periods Of -
time with no compressor operation
. ~« Self-contained battery storuo
\ compartment
* Foamed-in-place, thick-walled
- polyurethane Insulation R L
-Smblcfom:rem;erator Lo R Tiam e .
" compartment(8Sliters) - G LRl Polyurethane
":;-1cublcfootfree:ereompamm ‘ o ey .
~. (283 liters) .
-c:noperatemvearswltn oo
- preventive maintenance - -




Actuated
Recorders

INSTRUMENTS

ORIGINAL PAGE IS
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o Range Limits 200°F to +1200 F (- 129°C to +649°C) 4 g Internal View

e Gray-Green Texture Finished Aluminum Case — of 3 Pen Recorder
) . Catalog No. 08G3

Rust, Corrosion and Moisture Proof

e Universal Brackets Allow Surface or Flush Panel Mounting

e Stainless Steel Bourdon Tube

e Stainless Steel Large Volume Bulb

[ ]

Note Casos are designed 1o ot otnmodate tempery
tures from 207F 1o + 1507 (297°C 10 466 €

16

Five Feet of Stainless Steel Capitlary Tubing with
Interlocking Stainless Steel Armor, Type E Standard
Universal Connection Allows for Back or Bottom
Positioning of the Capillary

All Stainless Steel Movement, Connecting Link and
Pen Arm

Capillary Type Pens Standard — Fiber Tip and Con
tinuous Feed Pens Available

Up to 2 Pens Available on 6", 3 Pens on 8’ and

4 Pens on 10’ and 12" Chart Size Units

All Portable and 6’ Recorders with Electric Chart
Drives are Supplied with 6 Feet of 3 Wire Power Cord

10" Two Pen Remote Reading Recorder
with Shiding Union Bulbs
Cata'oa Ne 10G2-N3B

HOW 70O ORDER

add the following te Catalog No.
Range (page 26)
Connecting Tubing Length & Type (page 31)
Variations from standard, if any
Bulb Fitting Type, Length & Material (see page 31)
. Clock: 24 hr electric is std., 7 day no charge, mechanical

12;’?;-::::‘53;52'?!' is optional extra

atatod Case style: Surface. Flush Mounted o1 Portable




acuzzi solar flow
suBmersibles -
operating with,
- sun- generatec;t?f

. electricity ¥

. providing water
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The Simple Basics
of Solar Pumping

ORIGINAL PAGE IS

OF POOR QUALITY
/ \ solar powered pumping system is an

economical alternative to other methods of
supply where small irrigation or drinking water
requirements are beyond the availability of
utility power. A typical system can be as
simple as solar panels connected directly to a
pump, or may include components to better
receive the sun’s rays and/or store the energy
during periods of darkness.

A The photovoltaic cells are connected in
muitiples, both in paraliel and in series,

to produce direct current power which varies
during the day in relation to the intensity of
the sun.

B The array (several panels of photovoltaic
cells) is sized to meet water requirements and
mounted to maximize the incoming rays of
the sun.

C Jacuzzi solar flow submersible pumps may
be supplied with special direct current low
voltage submersible motors to be connected
directly to the solar array.

Additional components may be added
included tracking devices to align the array to
the sun, energy storage batteries, water
storage tanks and interconnection to other
electrical supplies.

To achieve maximum performance from
systems using Jacuzzi solar flow pumps, the
design and selection of equipment is critically
important. An authorized Jacuzzi solar flow
pump distributor is best qualified to engineer
the system for the local environment, specify
the components from various manufacturers
and install the proper Jacuzzi solar flow
submersible to meet requirements.




JaCUZZi APPROXIMATE PUMPING PERFORMANCE

L

Solar Flow ;
Submersible | -
Pumps

Jacuzzi engineers developed this
equipment to provide optimum
performance from the overall system
as well as each component. The
Jacuzzi solar flow pump achieves

a new level of operating efficiency
and reliability.

EFFICIENCY

PUMP designs include an impeller
eye seal reducing backflow.
Submersed pumping elements
perform more efficiently and require
no mechanical shaft seal.

MOTOR designs include direct current
models. Jacuzzi motors do not require
mechanical seal or power converters
which absorb energy.

SYSTEMS can be sized for a smaller
number of panels due to the wide
selection of pumps and the direct
connected, direct current brush-type
motor (Pat. Pending).

RELIABILITY

PUMP eiements are production units
from Jacuzzi Inc., a worldwide water
system pump manufacturer. Since the
pump is submersed, it is self-priming.

MOTORS are available with direct
current brush design (Pat. Pending)
providing years of operation between
maintenance cycles. Models have a
magnetic coupling which eliminates
the shaft seal and disengages upon
overioad conditions.

SYSTEMS can be provided in pure
direct current eliminating electronic - , Eo
power converters. The pump and f ;!
motor are installed underground away 1
from vandals and the weather.

COST-EFFECTIVE

The efficiency and reliability of
individual components results in new
economies for solar-powered
pumping. The extensive range of
Jacuzzi solar flow pump models

makes it possible to match solar pump Models SJ18, C. D, £ Models SJ1F, G Models SJTM. N, Q
systems o needs in the field. Capacityuplo 25 GPM -~ Capacity up to 60 GPM Capacity up 1o 150 GPM
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Jacuzzi Solar Flow Submersibles:
Water for the World

It takes more than the power of the
sun and Jacuzzi innovation to
bring new solar water pumping
advantages to the world. Energy
available from the sun varies from
country to country. The application
of solar pumping technology
requires experience beyond

that needed for conventional
water systems.

Jacuzzi solar flow pump
distributors are available
everywhere to design, engineer

and install working sun-powered
water systems. Solar panels.
supporting structures. sun
trackers. direct current motors. and
pumps must work together tor
maximum total system efficiency.

For more information about solar
pumping systems and expert
consultation covering a Jacuzz!
solar tlow pump to meet your
needs, contact your loca! Jacuzzi
distributor.

solarfiow

Contact any of the following Jacuzzi
offices supporting the growing group
of Jacuzzi solar flow pump
distributors around the world.

CORPORATE HEADQUARTERS

JACUZZI INC.
1241 Interstate 30, P.O. Box 8903

Little Rock, Arkansas 72219-8903 USA

Telephone: (501) 455-1234
Telex: 53-6446

SUBSIDIARIES

JACUZZI do BRASIL LTDA.
Caixa Postal 285

CEP 13.300 itu

S.P. Brasil

Telephone: (011) 482-6711
Telex: 391-1133709

JACUZZi CANADA LTD.

330 Humberline Drive

Rexdale, Ontario, Canada M9W 1R5
Telephone: (416) 675-3333

Telex: 06989122

JACUZZI (CHILE)S.A.
Casilla 46

Cerillos, Santiago, Chile
Telephone: (011) 57-5408
Telex: 332-340260

JACUZZI EUROPE S.p.A.
33098 Valvasone
Pordenone, Italy
Telephone: (434) 85141
Telex: 450839

JACUZZI

Subsidrary of Kidde. Inc

KIDDE

ORIGINAL PAGE IS
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e 1G7F “1HT 1G5F 1HS 1H6 1HG TH1
V ..M../, ‘ 0 Taille d'écran 42 cm 42 cm 51 cm 51 cm 56 cm ‘. Mu 67a
AN ///.. . = ] . . . . . . .
NN w Tube high focus. black matrix en 90° 90 90 90 90 110 110 110
~ . G g
L ~ < Contréle automatique des fréquences [ ) o o [ L ® ®
, . LN a
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% Le téléviseur couleur faible énergie S Entrée vidéo directe (prise péritel) ] o | J e [ L ®
42 ¢m Salora avec ses dimensions ‘
compactes. son poids léger et son - m 0 Clavier 16 canaux ® ® ) ) ® ® )
autonomie sur batterie, est-le com- Cellule contraste automatique — - — o ® — |
pagnon idéal des voyageurs, des
vacanciers, des navigateurs et des Télécommande Infra Rouge O C O O O [ 0
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de la technique de recherche auto- PAL + SECAM o ot © hd et hd hd
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P . !
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GAEBON VILLAGE FOWER FROJECT
DISFENSARY SYSTEMS

SYSTEM
SYSTEM
SAFETY

REQUIREMENTS AND CONDITIONS

VOLTAGE
LOAD
FACTOR

SUNLESS DAYS

MINIMUM TEMPERATURE
MAXIMUM TEMPERATURE

WEATHER DATA

12 VOLTS
113.2 AMP-HRS/DAY
15 %

10

25 C

35 C

GABON PER RFP

oo

o

RECOMMENDED SYSTEM

MSF43ZE40 MODULES

1 MODULE PER SERIES STRING
16 PARALLEL STRINGS OF MODULES
146 MODULES TOTAL
10 DEGREES SLOFE (FACING TRUE NORTH)
358 AMP-HRS FOR SUNLESS DAYS
1042 AMF-HRS FOR SEASONAL VARIATIONS
2400 aMP—HRS TOTAL (AT 25 O)
SYSTEM FERFORMANCE
ARRAY ARRAY BATTERY
MWH/SQCM MWH /SRQCM QUTFUT L.0AD SAFETY % OF
PER DAY ON FER DAY AMP-HRS AMP-HRS FACTOR FULL
MONTH HORIZONTAL ON ARRAY FER DAY FPER DAY kA CHARGE
JAN 407 383 134 113 18 100
FEB 4635 446 136 113 37 100
MAR 407 402 140 113 24 100
APR 465 475 166 113 446 100
MAY 465 490 171 113 S1 100
JUN 407 433 151 113 33 100
JUL 349 366 128 113 13 100
AUG 407 420 146 113 29 100
SEP 407 407 142 113 25 100
ocT 407 95 138 113 22 100
NOV 407 385 134 113 19 100
DEC 407 =80 133 113 17 100
ARRAY SAFETY FACTOR = 27.9% ANNUAL, 12.8%Z WORST-MONTH

COPYRIGHT 1983 ~ SOLAVOLT INTERNATIONAL




GABON VILLAGE FOWER FROJECT
SCHOOL SYSTEMS (EXCEPT EBOLOSSOVILLE)

REQUIREMENTS AND CONDITIONS

SYSTEM VOLTAGE = 12 VOLTS
SYSTEM LOAD = 84.0 AMP-HRS/DAY
SAFETY FACTOR = 15 %

SUNLESS DAYS = 10

MINIMUM TEMPERATURE = 25 C

MAXIMUM TEMPERATURE = 5 C

WEATHER DATA

GABON PER RFP

RECOMMENDED SYSTEM

MSPATE40O MODULES

1 MODULE FER SERIES STRING

14 FARALLEL STRINGS OF MODULES

i4 MODULES TOTAL

10 DEGREES SLOFE (FACING TRUE NORTH)
1008 AMP-HRS FOR SUNLESS DAYS
792 AMP-HRS FOR SEASONAL VARIATIONS
1800 AMP-HRS TOTAL (AT 25 ©)

SYSTEM FERFORMANCE

ARRAY ARRAY BATTERY
MWH/SQCHM MWH/SQCM OuTRUT LOAD SAFETY % OF
PER DAY ON PER DAY AMP-HRS AMP-HRS FACTOR FULL
MONTH HORIZONTAL ON ARRAY PER DAY FER DAY % CHARGE
JAN 4Q7 383 117 84 39 100
FEB 465 446 136 84 &2 100
MAR 407 402 123 84 46 100
AFPR 4465 473 143 84 73 100
MAY 4465 490 150 84 78 100
JUN 407 4733 132 84 S7 100
JUL 349 Ib6 112 84 =3 100
AUG 407 420 128 84 53 100
SEP 407 407 124 84 48 100
ocT 407 395 121 84 44 100
NOV 407 385 118 84 40 100
DEC 407 Z80 115 a4 8 100
ARRAY SAFETY FACTOR = 50.8% ANNUAL, 33.07% WORST-MONTH

COPYRIGHT 1983 — SOLAVOLT INTERNATIONAL




GABON VILLAGE POWER FPROJECT
VILLAGE LIGHT

REQUIREMENTS AND CONDITIONS

SYSTEM VOLTAGE
SYSTEM LOAD
SAFETY FACTOR
SUNLESS DAYS

MINIMUM TEMPERATURE
MAXIMUM TEMPERATURE

WEATHER DATA

12 VOLTS
15.1 AMP-HRS/DAY
15 %
10
25 €
35 C
GABON PER RFP

T T A

RECOMMENDED SYSTEM

MSFPA43E40 MODULES

MODULE

[
[N N N I o

DEGREE

PER SERIES STRING

PARALLEL STRINGS OF MODULES
MODULES TOTAL

S SLOPE (FACING TRUE NORTH)

151 AMP-HRS FOR SUNLESS DAYS
59 AMP-HRS FOR SEASONAL VARIATIONS
210 AMF—HRS TOTAL (AT 25 C)

SYSTEM PERFORMANCE

ARRAY ARRAY BATTERY
MWH/SECM MWH/SRCM oUTPUT LOAD SAFETY % OF
FER DAY ON PER DAY AMP—-HRS AMP-HRS FACTOR FULL
MONTH HORIZONTAL ON ARRAY FPER DAY PER DAY % CHARGE
JAN 407 383 16.70 15.10 11 100
FEB 44635 446 19.45 15.10 29 100
MAR 407 402 17.53 15.10 16 100
AFPR 465 475 20.71 15.10 37 100
MAY 4635 490 21.36 15.10 41 100
JUN /07 433 18.88 15.10 25 100
JUL 349 Ibb 15.96 15.10 7 100
AUG 407 420 18. 31 15.10 21 100
SEP 407 407 17.75 15.10 18 100
ocT 407 395 17.22 15.10 14 100
NGV 407 385 16.79 15.10 11 100
DEC 447 380 16.57 15.10 10 100
ARRAY SAFETY FACTOR = 17.97% ANNUAL, &.7% WORST—-MONTH

COPYRIGHT 1983

-~ SOLAVOLT INTERNATIONAL



GABON VILLAGE FOWER FPROJECT
BOLOSSOVILLE COMMUNITY CENTER

REQUIREMENTS AND CONDITIONS

SYSTEM VOLTAGE = 12 VOLTS
SYSTEM LOAD = 74.0 AMP-HRS/DAY
SAFETY FACTOR = 15 %

SUNLESS DAYS = 10

MINIMUM TEMPERATURE = 25 C

MAXIMUM TEMPERATURE = B C

WEATHER DATA GABON FER RFP

RECOMMENDED SYSTEM

MSF43ZE40 MODULES

1 MODULE PER SERIES STRING

14 PARALLEL STRINGS OF MODULES

14 MODULES TOTAL

10 DEGREES SLOPE (FACING TRUE NORTH)
988 AMP—-HRS FOR SUNLESS DAYS
F12 AMP-HRS FOR SEASONAL VARIATIONS
1800 AMP-HRS TOTAL (AT 25 O)

SYSTEM PERFORMANCE

ARRAY ARRAY BATTERY
MWH/SQCM MWH/SACHM OuTPUT LoaAab SAFETY % OF
PER DAY ON PER DAY AMF-HRS AMP-HRS FACTOR FULL
MONTH HORIZIONTAL ON ARRAY FPER DAY FER DAY % CHARGE
JAN 407 383 117 74 58 100
FER 4465 4446 136 74 84 100
MAR 407 402 123 74 bbé 100
APR 465 4735 1435 74 ?&6 100
MAY 4635 4990 150 74 102 100
JUN /407 433 132 74 79 100
JUL 349 3b6b6 112 74 31 100
AUG 407 420 128 74 73 100 R
SEP 407 407 124 74 68 100
oCcT 407 395 121 74 63 100
NOV 407 385 118 74 9 100 -
DEC 407 380 116 74 57 100
ARRAY SAFETY FACTOR = 71.2%Z ANNUAL, S1.07% WORST-MONTH

COPYRIGHT 1983 — SOLAVOLT INTERNATIONAL




GABON VILLAGE POWER FROJECT
BOLOSSOVILLE SCHOOL

REQUIREMENTS AND CONDITIONS

SYSTEM VOLTAGE = 12 VOLTS
SYSTEM LOAD = &2.0 AMP-HRS/DAY
SAFETY FACTOR = 10 %4

SUNLESS DAYS = 10

MINIMUM TEMPERATURE = 25 C

MAXIMUM TEMFERATURE = 35 C

WEATHER DATA GABON PER RFP

i

RECOMMENDED SYSTEM

MSF43E40 MODULES

1 MODULLE FER SERIES STRING

8 PARALLEL STRINGS OF MODULES

8 MODULES TOTAL

10 DEGREES SLOPE (FACING TRUE NOR
744 AMP-HRS FOR SUNLESS DAYS
456 AMP-HRS FOR SEASONAL VARIATION
1200 AMP—-HRS TOTAL (AT 25 ©)

SYSTEM PERFORMANCE

ARRAY
MWH/SGCM MWH/S2CH ouTRPUT LoAD
FER DAY ON PER DAY AMP-HRS AMP-HRS
MONTH HORIZONTAL ON ARRAY PER DAY FPER DAY

JAN 407 =83 66.8 &62.0
FEB 4465 444 77.8 62.0
MAR 407 402 70.1 62.0
APR 465 475 82. 62.0
MAY 4465 490 85.5 62.0
JUN 407 433 75.5 62.0
JuUL 349 3466 &3.8 62.0
AUG 407 420 73.2 62.0
SEP 407 407 71.0 62.0
OCcT /407 395 68.9 62.0
NOV 407 385 67.1 62.0
DEC 407 380 66.3 62.90
ARRAY SAFETY FACTOR = 16.8% ANNUAL, 3.0%

*# SCHOOL NOT IN SESSION, NOT CONSIDERED IN DESIG

COPYRIGHT 1983 - SOLAVOLT INTERNATIONA
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ARRAY
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FACTOR

%

8
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8
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VILLAGE DISPENSARY

PHOTOVOLTAIC POWER SYSTEI

User/Operator’s Manual
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